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SUMMARY OF QUANTITIES
DOT_RGG900

3/31/2022

ITEM
 NO

SUB-TOTAL

SECTION
I-07.2(2)

OF
STANDARD

SPECS

SUB-TOTAL

SECTION
I-07.2(1)

OF
STANDARD

SPECS

UNIT
STD.
ITEM
NO.

TOTAL

QUANTITY

GROUP 1 GROUP 2 GROUP 1 GROUP 1 GROUP 3 GROUP 2 GROUP 4                                                                                           

SR 99
PAVING
STA LS

425+44 TO
430+86

 SR 99
PAVING STA

EM 31+46
TO 98+37

ON RAMP
STA 0+00 TO

6+57

OFF RAMP
 STA 0+00
TO 5+34

SR 99 ADA
 STA EM

31+46 TO
98+37

RAILROAD
REMOVAL

STA EM
55+08 TO
EM 57+43

THIRD
PARTY

DAMAGE

                                                                                                                                                                                    
***

ITEM

               PREPARATION        

1 L.S.                                                                                                                                                                                     L.S.L.S.L.S.L.S.L.S.MOBILIZATION L.S.0001LUMP SUMLUMP SUMLUMP SUM

2 L.S.                                                                                                                                                                                     CLEARING AND GRUBBING L.S.0035                    LUMP SUMLUMP SUM

3                                                                                                                                                                                     L.S.REMOVAL OF STRUCTURES AND OBSTRUCTIONS L.S.0050                    LUMP SUMLUMP SUM

4                                                                                                                                                                                     104.00REMOVING CEMENT CONC. SIDEWALK S.Y.0100                    104.00104.00

5                                                                                                                                                                                     41.00REMOVING CEMENT CONC. CURB AND GUTTER L.F.0108                    41.0041.00

6 20.00                                                                                                                                                                                     143.00REMOVING CEMENT CONC. CURB L.F.0110                    163.00163.00

7                                                                                                                                                                                     70.00REMOVING ASPHALT CONC. PAVEMENT S.Y.0120                    70.0070.00

8 1,240.00                                                                                                                                                                                     REMOVING TRAFFIC CURB L.F.0160                    1240.001240.00

9                                                                                                                                                                                     96.00HAZARDOUS MATERIAL EXCAVATION INCL HAUL & DISPOSALC.Y.                    96.0096.00

                                                                                                                                                                                                                                                        

               GRADING        

10 1,029.00                                                                                                                                                                                     254.00PAVEMENT REPAIR EXCAVATION INCL. HAUL S.Y.0332254.001029.001283.00

11                                                                                                                                                                                     1.00GRAVEL BORROW INCL. HAUL C.Y.0421                    1.001.00

                                                                                                                                                                                                                                                        

               SURFACING        

12 332.00                                                                                                                                                                                     62.0080.00CRUSHED SURFACING BASE COURSE TON 510080.00394.00474.00

                                                                                                                                                                                                                                                        

               LIQUID ASPHALT        

13 2.70                                                                                                                                                                                     ASPHALT FOR FOG SEAL TON 5340                    2.702.70

                                                                                                                                                                                                                                                        

               HOT MIX ASPHALT        

14 7,000.00                                                                                                                                                                                     CRACK SEALING - FA DOL5707                    7000.007000.00

15 51,680.00                                                                                                                                                                                     290.001,330.001,800.004,070.00PLANING BITUMINOUS PAVEMENT S.Y.57117200.0051970.0059170.00

16 2,470.00                                                                                                                                                                                     510.001,020.00PLANING PAVEMENT FOR PARTIAL DEPTH PAVEMENT REPAIRS.Y.1530.002470.004000.00

17 712.60                                                                                                                                                                                     128.0052.40216.70HMA FOR PAVEMENT REPAIR CL. 1/2 IN. PG 58H-22TON 5739269.10840.601109.70

18 5,297.00                                                                                                                                                                                     30.00135.0085.00416.00HMA CL. 1/2 IN. PG 58H-22TON 5767636.005327.005963.00

19 19,860.00                                                                                                                                                                                     120.00510.00320.001,560.00JOB MIX COMPLIANCE PRICE ADJUSTMENT DOL58302390.0019980.0022370.00

20 13,250.00                                                                                                                                                                                     80.00340.00220.001,040.00COMPACTION PRICE ADJUSTMENT DOL58351600.0013330.0014930.00

21 10,640.00                                                                                                                                                                                     60.00270.00170.00840.00ASPHALT COST PRICE ADJUSTMENT DOL58371280.0010700.0011980.00

22 80.00                                                                                                                                                                                     LONGITUDINAL JOINT SEAL L.F.6514                    80.0080.00

23 -1.00                                                                                                                                                                                     -1.00-1.00-1.00-1.00CYCLIC DENSITY PRICE ADJUSTMENT DOL6516-3.00-2.00-5.00

                                                                                                                                                                                                                                                        

               EROSION CONTROL AND ROADSIDE PLANTING        

24                                                                                                                                                                                     4.003.00ESC LEAD DAY 64033.004.007.00

25 44.00                                                                                                                                                                                     3.004.0010.00INLET PROTECTION EACH647117.0044.0061.00

26 10,000.00                                                                                                                                                                                     EROSION/WATER POLLUTION CONTROL DOL6490                    10000.0010000.00

27                                                                                                                                                                                     36.00SEEDING, FERTILIZING AND MULCHING S.Y.6431                    36.0036.00

28                                                                                                                                                                                     40.00FINE COMPOST S.Y.6483                    40.0040.00

29                                                                                                                                                                                     100.00HIGH VISIBILITY FENCE L.F.6630                    100.00100.00

                                                                                                                                                                                                                                                        

               TRAFFIC        

30                                                                                                                                                                                     41.00CEMENT CONC. TRAFFIC CURB AND GUTTER L.F.6700                    41.0041.00

31                                                                                                                                                                                     167.00CEMENT CONC. TRAFFIC CURB L.F.6701                    167.00167.00

32                                                                                                                                                                                     94.00CEMENT CONC. PEDESTRIAN CURB L.F.6707                    94.0094.00

33 1,240.00                                                                                                                                                                                     PRECAST DUAL FACED SLOPED MOUNTABLE CURB L.F.6841                    1240.001240.00

34 252.00                                                                                                                                                                                     288.0060.00TRANSPORTABLE ATTENUATOR HR  744860.00540.00600.00

35 36,470.00                                                                                                                                                                                     590.00500.003,280.00PLASTIC LINE L.F.68074370.0036470.0040840.00
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SUMMARY OF QUANTITIES
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3/31/2022

ITEM
 NO
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ITEM
NO.
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GROUP 1 GROUP 2 GROUP 1 GROUP 1 GROUP 3 GROUP 2 GROUP 4                                                                                           
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***

ITEM

36 100.00                                                                                                                                                                                     PROFILED PLASTIC WIDE LINE L.F.6845                    100.00100.00

37 2,260.00                                                                                                                                                                                     PLASTIC CROSSWALK LINE S.F.6857                    2260.002260.00

38 488.00                                                                                                                                                                                     25.00PLASTIC STOP LINE L.F.685925.00488.00513.00

39 29.00                                                                                                                                                                                     3.00PLASTIC TRAFFIC ARROW EACH68333.0029.0032.00

40 92.00                                                                                                                                                                                     12.00PLASTIC TRAFFIC LETTER EACH687112.0092.00104.00

41 7.00                                                                                                                                                                                     PLASTIC RAILROAD CROSSING SYMBOL EACH6879                    7.007.00

42 7.60                                                                                                                                                                                     0.20RAISED PAVEMENT MARKER TYPE 2 HUND68840.207.607.80

43 L.S.                                                                                                                                                                                     L.S.PERMANENT SIGNING L.S.6890                    LUMP SUMLUMP SUM

44 62,660.00                                                                                                                                                                                     950.004,910.00TEMPORARY PAVEMENT MARKING-SHORT DURATION L.F.68955860.0062660.0068520.00

45 153.00                                                                                                                                                                                     15.00TEMPORARY MISC. PAVEMENT MARKINGS - SHORT DURATION EACH687215.00153.00168.00

46 520.00                                                                                                                                                                                     30.00TEMPORARY STOP LINE - SHORT DURATION L.F.684230.00520.00550.00

47 2,260.00                                                                                                                                                                                     TEMPORARY CROSSWALK  LINE - SHORT DURATION S.F.6851                    2260.002260.00

48 170.00                                                                                                                                                                                     30.00420.0010.00SEQUENTIAL ARROW SIGN HR  695610.00620.00630.00

49 690.00                                                                                                                                                                                     50.0020.0020.00100.00PORTABLE CHANGEABLE MESSAGE SIGN HR  6993140.00740.00880.00

50                                                                                                                                                                                     L.S.ELECTRICAL SYSTEM MODIFICATIONS L.S.                    LUMP SUMLUMP SUM

51 L.S.                                                                                                                                                                                     L.S.L.S.L.S.L.S.L.S.OTHER TEMPORARY TRAFFIC CONTROL L.S.6973LUMP SUMLUMP SUMLUMP SUM

52 126.00                                                                                                                                                                                     70.00FLAGGERS HR  6980                    196.00196.00

53 234.00                                                                                                                                                                                     144.00CONTRACTOR PROVIDED UNIFORMED LAW ENFORCEMENTHR                      378.00378.00

54 292.00                                                                                                                                                                                     24.00234.0017.0017.0024.00OTHER TRAFFIC CONTROL LABOR HR  699258.00550.00608.00

55 L.S.                                                                                                                                                                                     L.S.L.S.L.S.L.S.L.S.TRAFFIC CONTROL SUPERVISOR L.S.6974LUMP SUMLUMP SUMLUMP SUM

56 67.00                                                                                                                                                                                     32.00CONSTRUCTION SIGNS CLASS A S.F.698232.0067.0099.00

57 L.S.                                                                                                                                                                                     RADAR SPEED DISPLAY SIGNL.S.                    LUMP SUMLUMP SUM

58 73.00                                                                                                                                                                                     6.0059.004.004.006.00PATROL AND MAINTAIN TRAFFIC CONTROL MEASURES HR  697614.00138.00152.00

59                                                                                                                                                                                     L.S.PEDESTRIAN TRAFFIC CONTROL L.S.6869                    LUMP SUMLUMP SUM

60                                                                                                                                                                                     30.00PAINTING CURB L.F.7220                    30.0030.00

61 1,570.00                                                                                                                                                                                     170.00PLASTIC WIDE LINE L.F.6818170.001570.001740.00

62 15.00                                                                                                                                                                                     GROUNDING EXISTING JUNCTION BOXEACH                    15.0015.00

                                                                                                                                                                                                                                                        

               OTHER ITEMS        

63 1,500.00                                                                                                                                                                                     500.001,500.00500.00500.00500.00PROJECT PARTNERING DOL90041500.003500.005000.00

64 L.S.                                                                                                                                                                                     TYPE B PROGRESS SCHEDULE L.S.7003                    LUMP SUMLUMP SUM

65 L.S.                                                                                                                                                                                     ROADWAY SURVEYING L.S.7038                    LUMP SUMLUMP SUM

66                                                                                                                                                                                     L.S.ADA FEATURES SURVEYING L.S.7042                    LUMP SUMLUMP SUM

67 L.S.                                                                                                                                                                                     L.S.REFERENCING EXISTING PAVEMENT MARKINGSL.S.LUMP SUMLUMP SUMLUMP SUM

68                                                                                                                                                                                     78.00CEMENT CONC. SIDEWALK S.Y.7055                    78.0078.00

69                                                                                                                                                                                     6.00ASPHALT CONC. SIDEWALK S.Y.7060                    6.006.00

70                                                                                                                                                                                     7.00CEMENT CONC. CURB RAMP TYPE PERPENDICULAREACH7058                    7.007.00

71                                                                                                                                                                                     1.00CEMENT CONC. CURB RAMP TYPE PARALLEL BEACH7058                    1.001.00

72                                                                                                                                                                                     93.00DETECTABLE WARNING SURFACE S.F.7054                    93.0093.00

73 L.S.                                                                                                                                                                                     L.S.CLEANING EXISTING DRAINAGE STRUCTURE L.S.7350LUMP SUMLUMP SUMLUMP SUM

74                                                                                                                                                                                     1.00ADJUST VALVE BOX EACH6243                    1.001.00

75 31,200.00                                                                                                                                                                                     7,200.00FORCE ACCOUNT PAVEMENT REPAIR EXCAVATION PCCP INCL. HAULDOL77157200.0031200.0038400.00

76                                                                                                                                                                                     5,000.00FORCE ACCOUNT SITE CLEANUP OF BIO. AND PHSYICAL HAZARDSDOL7715                    5000.005000.00

77 2,000.00                                                                                                                                                                                     1,000.00FORCE ACCOUNT POTHOLING UTILITIESDOL77151000.002000.003000.00

78 5,000.00                                                                                                                                                                                     FORCE ACCOUNT MISC MINOR ELECTRICAL REPAIRDOL7715                    5000.005000.00

79 2,250.00                                                                                                                                                                                     250.00250.00250.00ROADSIDE CLEANUP DOL7480750.002250.003000.00

80                                                                                                                                                                                     5.00REIMBURSEMENT FOR THIRD PARTY DAMAGE DOL77255.00                    5.00

81 -1.00                                                                                                                                                                                     MINOR CHANGE DOL7728                    -1.00-1.00

82 -1.00                                                                                                                                                                                     -1.00AGGREGATE COMPLIANCE PRICE ADJUSTMENT DOL7732-1.00-1.00-2.00

GROUP 
LEGEND

REVISIONDATE

SR 99
DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE

CONTRACT NO

JOB NUMBER

000000

SHEET

OF

SHEETS

SUMMARY OF QUANTITIES

Washington State
Department of Transportation

FEDERAL AID PROJECT. NO.

5

130

BY

10
SQ20099(147)

WA

21A023/4

STATEREGION

TAX SCHEDULE FUND PARTICIPANTSSR GROUP NUMBER CONTROL SECTION

** FEDERAL0991 172901

* FEDERAL0992 179101

* FEDERAL0993 179101

** STATE0994 172901



SUMMARY OF QUANTITIES
DOT_RGG900

3/31/2022

ITEM
 NO

SUB-TOTAL

SECTION
I-07.2(2)

OF
STANDARD

SPECS

SUB-TOTAL

SECTION
I-07.2(1)

OF
STANDARD

SPECS

UNIT
STD.
ITEM
NO.

TOTAL

QUANTITY

GROUP 1 GROUP 2 GROUP 1 GROUP 1 GROUP 3 GROUP 2 GROUP 4                                                                                           

SR 99
PAVING
STA LS

425+44 TO
430+86

 SR 99
PAVING STA

EM 31+46
TO 98+37

ON RAMP
STA 0+00 TO

6+57

OFF RAMP
 STA 0+00
TO 5+34

SR 99 ADA
 STA EM

31+46 TO
98+37

RAILROAD
REMOVAL

STA EM
55+08 TO
EM 57+43

THIRD
PARTY

DAMAGE

                                                                                                                                                                                    
***

ITEM

83 L.S.                                                                                                                                                                                     L.S.L.S.L.S.L.S.SPCC PLAN L.S.7736LUMP SUMLUMP SUMLUMP SUM

84 4.00                                                                                                                                                                                     1.001.00NO TRESPASSING SIGN EACH75692.004.006.00

85 L.S.                                                                                                                                                                                     L.S.HEALTH AND SAFETY PLAN L.S.7570                    LUMP SUMLUMP SUM

                                                                                                                                                                                                                                                        

GROUP 
LEGEND

REVISIONDATE

SR 99
DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE

CONTRACT NO

JOB NUMBER

000000

SHEET

OF

SHEETS

SUMMARY OF QUANTITIES

Washington State
Department of Transportation

FEDERAL AID PROJECT. NO.

6

130

BY

10
SQ30099(147)

WA

21A023/4

STATEREGION

TAX SCHEDULE FUND PARTICIPANTSSR GROUP NUMBER CONTROL SECTION

** FEDERAL0991 172901

* FEDERAL0992 179101

* FEDERAL0993 179101

** STATE0994 172901
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Plot 1

M. MUS

M. MUS

M. COTTEN

SR 99

ROADWAY SECTIONS

7

RS1

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION A

`

 12'
LANE

 12'
LANE

 12'
LANE

 12'
LANE

 12'
LANE

 12'
LANE

4.5'  TO 8.5'
SHOULDER

EXISTING CURB
1 2

0.15'

  

 4' TO 7.5'
SHOULDER

4' TO 11.5'
SHOULDER

4' TO 5'
SHOULDER

1'1'

EXISTING CURB

1'
 

1'

20'
MEDIAN

EXISTING ROADWAY

MATCH EXISTING SLOPE

1'
4' TO 5'
SHOULDER

EXISTING
SLOPE

 

1'

11.5' TO 12.5'
SHOULDER

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION B

`

EXISTING CURB

1 2
0.15'

EXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

 11'
TWLTL

ACCESS

DRIVEWAY 

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION C

`

EXISTING CURB

1 2
0.15'

EXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

 11'
TWLTL

LANE

INTERSECTION

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION D

EXISTING CURB

1 2
0.15'

EXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

 11'
TWLTL

`

INTERSECTION

LANE LANE LANELANELANELANE
LANE LANELANE LANE LANE LANE LANE

LANELANELANE LANE LANE LANE
11' 11' 11' 11' 11' 11'

11' 11' 11' 11' 11' 11' 11'
11' 11' 11' 11' 11' 11'

0' TO 11'

LEGEND

PLANING BITUMINOUS PAVEMENT

HMA CL. … IN. PG 58H-22

1

2

STA 429+99 TO STA 430+86
LS LINE, 

STA 430+72 TO STA 430+86
LS LINE, 

INTERSECTION

EM LINE, STA 31+46 TO STA 34+34

STA 34+62 TO STA 35+18
EM LINE, 

EM LINE, STA 34+34 TO STA 36+17

STA 32+39 TO STA 33+23
EM LINE,

STA 71+31 TO STA 76+09
STA 66+36 TO STA 70+78
STA 56+78 TO STA 60+98
STA 50+85 TO STA 56+18
STA 36+17 TO STA 46+79

EM LINE 

STA 73+58 TO STA 74+21
STA 71+31 TO STA 71+71
STA 60+34 TO STA 60+74
STA 56+78 TO STA 57+36
STA 55+44 TO STA 55+90
STA 53+47 TO STA 54+00
STA 44+74 TO STA 45+43
STA 38+01 TO STA 38+58

EM LINE, 

STA 73+53 TO STA 74+17
STA 56+78 TO STA 58+16
STA 41+15 TO STA 41+97
STA 38+61 TO STA 39+18

EM LINE, 

130

LS LINE

SR 99

EM LINE

SR 99

EM LINE

SR 99

EM LINE

SR 99

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

STA 74+21 TO STA 76+09
EM LINE, 

SB STA 425+58 TO STA 430+86
NB STA 425+44 TO STA 428+34 

LS LINE,

3. NOT TO SCALE

2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

1. SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.

NOTE

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

C. ANDERSON

EXISTING CURB
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Plot 2

M. MUS

M. MUS

M. COTTEN

SR 99

ROADWAY SECTIONS

8

RS2

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

`

ROADWAY SECTION F

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

EXISTING CURBEXISTING CURB

`

LANE LANE LANELANELANELANE

ROADWAY SECTION E

0'  TO 13.5'
SHOULDER

LANE

EXISTING ROADWAY

MATCH EXISTING SLOPE

EXISTING CURBEXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

`

LANE LANE LANELANELANELANE

0.15'

ROADWAY SECTION G

1 2
0.15'

1 2

MEDIAN
RAISED

0'  TO 11'

EXISTING ROADWAY

MATCH EXISTING SLOPE

EXISTING CURBEXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

`

LANE LANE LANELANELANELANE

0.15'
1 2

0.15'
1 2

MEDIAN
RAISED

0'  TO 11'

77'

LANE

INTERSECTION

0'   TO 11'

11' 11' 11' 11' 11' 11' 11' 11' 11' 11' 11' 11' 11'

11' 11' 11' 11' 11' 11'

EXISTING CURB
EXISTING CURB

LEGEND

PLANING BITUMINOUS PAVEMENT

HMA CL. … IN. PG 58H-22

1

2

EM LINE
EM LINE

STA 88+54 TO STA 89+61
STA 80+32 TO STA 81+98 
STA 62+34 TO STA 63+29
STA 50+00 TO STA 50+85
STA 47+09 TO STA 48+01

STA 88+54 TO STA 89+61
EM LINE

STA 90+26 TO STA 95+70
STA 84+93 TO STA 85+24
STA 70+78 TO STA 71+31

EM LINE

STA 93+32 TO STA 94+31
STA 70+97 TO STA 71+31

EM LINE

130

STA 62+34 TO STA 63+29
STA 47+09 TO STA 48+01

EM LINE

SR 99

EM LINE

SR 99

EM LINE

SR 99

EM LINE

SR 99

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

STA 76+09 TO STA 77+07
EM LINE, 

0'  TO 11'

MEDIAN
PAINTED

ROADWAY SECTION H

STA 89+82 TO STA 90+26
STA 85+24 TO STA 85+94
STA 76+09 TO STA 77+07

EM LINE

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

STA 81+98 TO STA 84+81
EM LINE, 

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

STA 85+95 TO STA 88+41
STA 77+07 TO STA 79+82

EM LINE, 

3. NOT TO SCALE

2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

1. SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.

NOTE

EM LINE

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

DISTANCE A
INTERSECTION

STA 88+54 TO 89+61
STA 80+32 TO 81+98 
STA 62+34 TO 63+29
STA 50+00 TO 50+85
STA 47+09 TO 48+01

DISTANCE A

C. ANDERSON

C. ANDERSON

STA 89+61 TO STA 89+82
STA 85+94 TO STA 88+54
STA 81+98 TO STA 84+81
STA 77+07 TO STA 80+32
STA 63+29 TO STA 66+36
STA 60+98 TO STA 62+34
STA 48+01 TO STA 50+00
STA 56+18 TO STA 56+78
STA 46+79 TO STA 47+09

EM LINE

77'  TO 96'

77'  TO 100'  

77'  TO 103'

   77'

   77'

S
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E

WASHIN
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Plot 3

M. MUS

M. MUS

M. COTTEN
ROADWAY SECTIONS

9

RS3

EXISTING ROADWAY

MATCH EXISTING SLOPE

EXISTING CURBEXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

`

LANE LANE LANELANELANELANE

0.15'

ROADWAY SECTION I

1 2
0.15'

1 2

MEDIAN
RAISED

0'  TO 11'

LANE

0'   TO 11'

77'

11' 11' 11' 11' 11'11'

EXISTING ROADWAY

MATCH EXISTING SLOPE

EXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

`

LANE LANE LANELANELANELANE

0.15'

ROADWAY SECTION J

1 2
0.15'

1 2

MEDIAN
RAISED

0'  TO 4'
11'

EXISTING CURB

11' TO 16' 11' TO 13.5'

EXISTING ROADWAY

MATCH EXISTING SLOPE

EXISTING CURB

EXISTING ROADWAY

MATCH EXISTING SLOPE

`

LANE LANE LANELANELANELANE

0.15'

ROADWAY SECTION K
1 2

11' 12' 12' 12'

EXISTING CURB

 

6' TO 8'
GORE AREA

12' 

EXISTING ROADWAY

MATCH EXISTING SLOPE

EXISTING CURB

`

LANE LANE LANELANELANE

0.15'

ROADWAY SECTION L

1 2

12' 12' 12'
 

0' TO 7'
GORE AREA

12' 

13.5' TO 15.5'

15.5' TO 17.5'4'

11' to 12' 11' to 12' 11' to 12'

EXISTING ROADWAY

MATCH EXISTING SLOPE

`

LANE LANELANELANE

0.15'ROADWAY SECTION M 1 2

12' 12' 12'12' 

EXISTING ROADWAY

MATCH EXISTING SLOPE

LEGEND

PLANING BITUMINOUS PAVEMENT

HMA CL. … IN. PG 58H-22

1

2

STA 84+81 TO STA 84+93
EM LINE

STA 95+70 TO STA 96+14
EM LINE 

STA 96+14 TO STA 96+82
EM LINE

STA 96+82 TO STA 97+44 
EM LINE

STA 97+44 TO STA 98+37
EM LINE

130

EM LINE

SR 99

EM LINE

SR 99

EM LINE

SR 99

EM LINE

SR 99

EM LINE

SR 99

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

STA 84+82 TO STA 84+91
EM LINE, 

0'  TO 11'

MEDIAN
RAISED

STA 96+16 TO STA 96+56
EM LINE, 

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

STA 97+44 TO STA 97+56
EM LINE, 

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

STA 97+56 TO STA 96+64
EM LINE, 

3. NOT TO SCALE

2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

1. SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.

NOTE

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

C. ANDERSON

0.15'
1 2

0.15'
1 2

0.15'
1 2

4'

LANE 

EXISTING CURB

7' TO 13.5'
GORE AREA

17.5'

S
T
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T

E

WASHIN

G
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N
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Plot 4

M. MUS

M. MUS

C. ANDERSON

M. COTTEN
ROADWAY SECTIONS

10

RS4

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION N

EXISTING CURB

  A
LANE

EXISTING ROADWAY

1 2
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION O

 11'
LANE

EXISTING CURB
EXISTING CURB

 11'
LANE

EXISTING ROADWAY

1
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION P

2

1' 1'

EXISTING ROADWAY

1
0.15'

MATCH EXISTING SLOPE

ROADWAY SECTION Q

RAILBED
EXISTING

2

1' 1'

29'  TO 33'

13'  TO 29'

17'  TO 22'

   A

130

EXISTING CURB
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Plot 4

LEGEND

PLANING BITUMINOUS PAVEMENT

HMA CL. … IN. PG 58H-22

1

2

 STA 0+00 TO STA 2+39

DAWSON_RR LINE,

 STA 1+21 TO STA 3+68

DIAGONAL_RR LINE,

STA 1+40 TO STA 1+60

STA 1+60 TO STA 2+50

STA 2+50 TO STA 3+65

STA 0+25 TO STA 1+22

STA 4+26 TO STA 6+57
STA 0+25 TO STA 2+36

1
0.15'

2

3. NOT TO SCALE

2. ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

1. SEE PAVING PLANS FOR TAPER LOCATIONS AND LENGTHS.

NOTE

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

`

`

`
`

`

DAWSON_RR LINE

DIAGONAL_RR LINE

SB EM LINE STA 4+26 TO STA 6+57

SB EM LINE STA 0+25 TO STA 4+26

NB EM LINE STA 0+92 TO STA 3+65

SB EM LINE

NB EM LINE

SB EM LINE

NB EM LINE

NB EM LINE

SB EM LINESTA 0+00 TO STA 3+65
NB EM LINE,

STA 0+00 TO STA 6+57
SB EM LINE,

NB EM LINE

NB EM LINE

STA 3+65 TO STA 5+34
NB EM LINE,

STA 101+09 TO STA 102+76
NB EM LINE

DETAIL (C) HAZARDOUS MATERIAL EXCAVATION INCLUDING HAUL
SEE SHEET PV4

TO BE REMOVED
RAILBED
EXISTING
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T
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Plot 1

M. MUS

M. MUS

C. ANDERSON

M. COTTEN

SR 99

ALIGNMENT & RIGHT OF WAY PLAN

11

AL1

MONUMENT CASE & COVER

QUARTER SECTION LINE

SECTION LINE

TOWNSHIP LINE

LEGEND                      

HIGHWAY RIGHT OF WAY

CONSTRUCTION ALIGNMENT

ROADWAY EDGE

DATUM

(NAVD) 88WASHINGTON STATE PLANE COORDINATE SYSTEM NORTH ZONE (NAD 83/11)

THE BASIS OF BEARINGS AND DISTANCES ARE DETERMINED FROM THE

CURVE DATA
P.I. STATION DELTA RADIUS TANGENT LENGTH

        

NORTHING EASTING

203438.114 1269800.949

                

T.24N. R.4E. W.M.

EM 30+42.59 65.0' RT EM 38+54.81 65.0' RT

EM 26+90.03 65.0' LT

EM 34+66.58 65.0' LT EM 35+27.70 65.0' LT

EM 28+00.38 85.0' RT

EM 27+69.85 74.0' RT

EM 23+89.28 73.0' RT

LS 427+25.32 134.2' RT

LS 425+80.95 209.0' RT

LS 425+15.32 134.2' RT

SCALE IN FEET

0 50 100

M
A

T
C

H
 

L
IN

E
 

S
E

E
 

S
H

E
E

T
A

L
2

CURB FACE

LS LINE

EM 
LIN

E

EM LINE

EM LINE

LS L
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EM 
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E

B
R

E
A
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L
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E
 
S

E
E
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S

H
E

E
T
 

B
R
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A

K
 

L
IN

E
 

S
E

E
 

T
H
IS
 

S
H

E
E

T
 

130

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

SR 99 

C. ANDERSON

STATION LS 425+44.00 P.O.T. 
SR 99 MP 27.12
BEGIN PROJECT

BEGIN F.A. NO. STP-0099(147) 

19° 34' 37" L

65.0' RT
EM 39+18.69

65.0' RT
EM 41+16.73 65.0' RT

EM 42+12.58

LS 432+51.96 1499.98' 258.78' 512.52'

E 1269718.963
N 203683.564

LS 435+05.7 P.O.T P.O.E.

25

430
425

435
LS  429+93.18 P.C.

NE 1/ 4 SEC 30

4 SEC 29NW 1/ 

4 SEC 19SE 1/ 

4 SEC 20SW 1/ 

EM 27+11.18 A.P.

EM 21+18.63 A.P.

LS  435+05.70 P.T. = EM 28+61.41 P.O.T.

LS 432+51.96 P.I.

E 
MARGIN

AL W
AY 

S

SR 99

SR 99

SR 
99

30

40
35

4
 
S

E
C
 
1
9

4 SEC 19SE 1/ 

4 SEC 20

SW 1/ 

EM 32+82.02 A.P.

EM 41+98.03 A.P.

1ST AVE S

SR 99

S
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Plot 2

M. MUS

M. MUS

C. ANDERSON

M. COTTEN
ALIGNMENT & RIGHT OF WAY PLAN

12

AL2

DATUM
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FULL WIDTH LANE 1 & 2 28 288

FULL WIDTH LANE 1

FULL WIDTH LANE 1

FULL WIDTH LANE 1

4 132

38 132

77 132

RAMP FULL WIDTH 171

RIGHT WHEEL PATH

FULL WIDTH 240

LEFT WHEEL PATH

RIGHT WHEEL PATH

234FULL WIDTH

96+11 TO 97+39

94+79 TO 96+99

31+65 TO 34+20

31+69 TO 34+19

33+43 TO 33+53

33+69 TO 33+79

35+28 TO 35+34

36+39 TO 37+04

38+22 TO 39+40

38+72 TO 41+27

41+84 TO 41+88

42+90 TO 42+94

44+52 TO 44+56

44+93 TO 46+28

46+84 TO 47+84

47+15 TO 47+25

50+20 TO 50+92

50+80 TO 51+68

51+39 TO 51+47

52+38 TO 52+69

52+69 TO 52+81

54+12 TO 55+62

56+17 TO 57+07

59+80 TO 60+68

64+73 TO 65+03

68+30 TO 68+78

69+26 TO 69+66

72+89 TO 72+93

73+49 TO 74+14

74+18 TO 76+53

77+69 TO 77+73

80+47 TO 80+77

80+91 TO 81+24

76+68 TO 79+63

84+07 TO 84+67

87+75 TO 88+70

89+38 TO 89+61

89+71 TO 89+91

91+26 TO 91+30

91+31 TO 91+35

93+45 TO 93+73

94+30 TO 94+34

94+34 TO 94+72

95+38 TO 96+15

PV1-2

PV1-3

PV1-5

PV1-6

PV1-7

PV1-8

PV1-9

PV1-10

PV1-11

PV1-12

PV1-13

PV2-17

PV3-2

PV3-4

PV3-5

PV3-8

PV3-7

PV3-6

PV3-11

PV3-10

PV3-9

PV3-14

PV3-13

PV3-12

PV3-16

PV3-15

PV3-19

PV3-18

PV3-17

PV3-21

PV3-20

PV1-14

EM LINE 31+60 TO 31+75 A NB RIGHT WHEEL PATH LANE 1 8415

C. ANDERSON

PV2-18

132FULL WIDTH LANE 1NBD56+34 TO 57+67EM LINE 33

90

48" MIN.

5
0.30'

5
0.15'

1
0.15'

3

PAVEMENT REPAIR LIMIT

LEGEND

PLANING BITUMINOUS PAVEMENT

5

6 CRUSHED SURFACING BASE COURSE

HMA CL. 1/2 IN. PG 58H-22

PAVEMENT REPAIR EXCAVATION INCL. HAUL4

3

1

7

8 HMA DEPTH

EXIST. HMA

OR RED BRICK

EXISTING PCCP

8
0.44' - 0.78'

5
0.35'

PG 58H-22
HMA FOR PAVEMENT REPAIR CL. 1/2 IN. 

OBSTRUCTIONS

REMOVAL OF STRUCTURES AND 

4
0.80'

SB EM

SB EM

SB EM

NB EM

48" MIN.

5
0.30'

5
0.15'

1
0.15'

3

PAVEMENT REPAIR LIMIT

EXIST. HMA

OR RED BRICK

EXISTING PCCP

8
0.44' - 0.78'

5
0.35'4

0.80'

FULL DEPTH PAVEMENT REPAIR (B)PARTIAL PAVEMENT REPAIR (A)

FULL PAVEMENT REPAIR (D)

SEE TABLE FOR LOCATIONS

WITH UNDERLYING PCCP

FULL PAVEMENT REPAIR (E)

9
VARIES

SEE NOTE 5

PCCP PANEL REMOVAL

9
PCCP INCL. HAUL

PAVEMENT REPAIR EXCAVATION 
5.

4.

3.

2.

1.

PV2-19

EM LINE 52+81 TO 52+88 NB 7 48RIGHT WHEEL PATH LANE 1

2
DEPTH PAVEMENT REPAIR
PLANING PAVEMENT FOR PARTIAL 

PV3-3 EM LINE 80+05 TO 80+46 B SB 34SW DIAGONAL CURVE WIDENING 54

FOR PAVEMENT REPAIR EXCAVATION PCCP INCL. HAUL, SEE SPECIAL PROVISION 5-04.3(4)C.

CONTRACTOR SHALL PRESERVE AND PROTECT ALL EXISTING SURVEY MONUMENTS.

SEAL CRACKS IN ACCORDANCE WITH SECTION 5-04.3(4).

NO COURSE SHALL EXCEED THE MAXIMUM DEPTHS SPECIFIED IN SECTION 5-04.3(7).

ALL DEPTHS SHOWN ARE COMPACTED DEPTHS.

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

D OR E

SEE TABLE FOR LOCATIONS

WITHOUT UNDERLYING PCCP
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Plot 1

M. MUS

M. MUS

C. ANDERSON

M. COTTEN
CURB RAMP PLANS

26

130

CR1

LANDING

EXISTING PLAN VIEW
NOT TO SCALE

NOT TO SCALE

PLAN VIEW

NE CORNER SR 99 AND S LUCILE ST

MATCH LANDING ELEVATION 

REGRADE EXISTING TO 

MATCH LANDING ELEVATION 

REGRADE EXISTING TO 

PROTECT IN PLACE

EXISTING CURB FACE

EXISTING GUTTER FACE

CONC. SIDEWALK
REMOVING CEMENT

EXISTING SIDEWALK

PAVEMENT
EXISTING EDGE OF

PUSHBUTTON POST
EXISTING PEDESTRIAN

SERVICE CABINET
EXISTING ELECTRICAL
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CURB AND GUTTER
REMOVING CEMENT CONC.

?

EXISTING CROSSWALK

EXISTING VAULT

PROTECT IN PLACE
EXISTING SIGNAL POLE

? EXISTING JUNCTION BOX

PUSHBUTTON POST
NEW PEDESTRIAN

P
PROTECT IN PLACE
EXISTING POWER POLE

PROTECT IN PLACE
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SP

PROTECT IN PLACE
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PROTECT IN PLACE
EXISTING MANHOLE

CONC. PAVEMENT
REMOVING ASPHALT

EXISTING CATCH BASIN

EXISTING FIRE HYDRANT

NEW CROSSWALK

EXISTING RETAINING WALL

FENCE

EXISTING SPRINKLER HEAD

HIGH VISIBILITY FENCE

CLEARING & GRUBBING

PUSHBUTTON
NEW PEDESTRIAN

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE

AND MULCHING
SEEDING, FERTILIZING 

21A023

6.0'

6.4'

SEE ELECTRICAL PLAN

EXISTING PUSH BUTTON 

C. ANDERSON

SURFACE
WARNING

DETECTABLE

RAILROAD TRACK RAIL

48+01.9 (53.7' RT)

CONC. TRAFFIC CURB AND GUTTER

MATCH EXISTING CEMENT
47+93.3 (53.8' RT)

CONC. TRAFFIC CURB AND GUTTER
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STA 47+98.3 (54.0' RT)
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Plot 4

M. MUS

M. MUS

C. ANDERSON

M. COTTEN
CURB RAMP PLANS
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LANDING

RAMP

RAMP

EXISTING PLAN VIEW
NOT TO SCALE

NOT TO SCALE

PLAN VIEW

NE CORNER SR 99 AND S HUDSON ST

SIDEWALK
CONC. 

CEMENT

7.7'

5.0'

17.0'

1
5
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15.2'

30.0'

4.0'

?P

PROTECT IN PLACE

SIDEWALK JOINT
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EXISTING CURB FACE

EXISTING GUTTER FACE

CONC. SIDEWALK
REMOVING CEMENT

EXISTING SIDEWALK

PAVEMENT
EXISTING EDGE OF

PUSHBUTTON POST
EXISTING PEDESTRIAN

SERVICE CABINET
EXISTING ELECTRICAL

LEGEND

CURB AND GUTTER
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?

EXISTING CROSSWALK

EXISTING VAULT

PROTECT IN PLACE
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? EXISTING JUNCTION BOX
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NEW PEDESTRIAN

P
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PROTECT IN PLACE
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PROTECT IN PLACE
EXISTING SIGNAL POLE

PROTECT IN PLACE
EXISTING MANHOLE
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EXISTING CATCH BASIN

EXISTING FIRE HYDRANT
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EXISTING RETAINING WALL
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EXISTING SPRINKLER HEAD

HIGH VISIBILITY FENCE

CLEARING & GRUBBING

PUSHBUTTON
NEW PEDESTRIAN

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

AND MULCHING
SEEDING, FERTILIZING 
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BUTTON INSTALLATION

FOR PEDESTRIAN PUSH 

SEE ELECTRICAL PLAN

SEE ELECTRICAL PLAN

EXISTING PUSH BUTTON 

C. ANDERSON

SURFACE
WARNING

DETECTABLE

SURFACE
WARNING

DETECTABLE

RAILROAD TRACK RAIL

SIDEWALK
CONC. 
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63+30.3 (53.9' RT)

CONC. TRAFFIC CURB AND GUTTER
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STA 63+18.2 (54.8' RT)

STA 63+08.1 (64.7' RT)

4 INCH CURB HEIGHT
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CONC. TRAFFIC CURB AND GUTTER
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4 INCH CURB HEIGHT
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Plot 5
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C. ANDERSON

M. COTTEN
CURB RAMP PLANS
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NOT TO SCALE

NOT TO SCALE

PLAN VIEW
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SP

PROTECT IN PLACE
EXISTING SIGNAL POLE

PROTECT IN PLACE
EXISTING MANHOLE

CONC. PAVEMENT
REMOVING ASPHALT

EXISTING CATCH BASIN

EXISTING FIRE HYDRANT

NEW CROSSWALK

EXISTING RETAINING WALL

FENCE

EXISTING SPRINKLER HEAD

HIGH VISIBILITY FENCE

CLEARING & GRUBBING

PUSHBUTTON
NEW PEDESTRIAN

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

AND MULCHING
SEEDING, FERTILIZING 
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SEE ELECTRICAL PLAN

EXISTING PUSH BUTTON 

C. ANDERSON

SURFACE
WARNING
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Plot 14

M. MUS

M. MUS

C. ANDERSON

M. COTTEN
CURB RAMP PLANS

CR4
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130

E SIDE OF MIDBLOCK CROSSING ON SR 99 SOUTH OF S ALASKA ST

SIDEWALK
CONC. 

CEMENT

LANDING

RAMP

SIDEWALK
CONC. 

CEMENT

SIDEWALK

CONC. 

CEMENT 

14.3'

4.4' 3.8'

8.9'

8.0'

P

NOT TO SCALE

PLAN VIEW

NOT TO SCALE

EXISTING PLAN VIEW

9.1'

PROTECT IN PLACE

EXISTING UTILITY 

PROTECT IN PLACE

EXISTING UTILITY 

SIDEWALK JOINT

MATCH EXISTING

SIDEWALK JOINT

MATCH EXISTING

SIDEWALK JOINT

MATCH EXISTING

EXISTING CURB FACE

EXISTING GUTTER FACE

CONC. SIDEWALK
REMOVING CEMENT

EXISTING SIDEWALK
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EXISTING EDGE OF

PUSHBUTTON POST
EXISTING PEDESTRIAN

SERVICE CABINET
EXISTING ELECTRICAL

LEGEND

CURB AND GUTTER
REMOVING CEMENT CONC.

?
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EXISTING VAULT

PROTECT IN PLACE
EXISTING SIGNAL POLE

? EXISTING JUNCTION BOX

PUSHBUTTON POST
NEW PEDESTRIAN

P
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EXISTING POWER POLE

PROTECT IN PLACE
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SP
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EXISTING MANHOLE

CONC. PAVEMENT
REMOVING ASPHALT
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EXISTING FIRE HYDRANT

NEW CROSSWALK

EXISTING RETAINING WALL

FENCE

EXISTING SPRINKLER HEAD

HIGH VISIBILITY FENCE

CLEARING & GRUBBING

PUSHBUTTON
NEW PEDESTRIAN

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

AND MULCHING
SEEDING, FERTILIZING 

21A023

BUTTON INSTALLATION

FOR PEDESTRIAN PUSH 

SEE ELECTRICAL PLAN

SEE ELECTRICAL PLAN

EXISTING PUSH BUTTON 

DRIVEWAY JOINT
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MATCH EXISTING

C. ANDERSON

SURFACE
WARNING

DETECTABLE

RAILROAD TRACK RAIL

71+14.7 (53.7' RT)

CURB AND GUTTER
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Plot 8

M. MUS

M. MUS

C. ANDERSON

M. COTTEN
CURB RAMP PLANS

130

CR5

30

SIDEWALK
CONC. 

CEMENT

EXISTING PLAN VIEW
NOT TO SCALE

NOT TO SCALE

PLAN VIEW

11.4'

11.9'

11.7'

11.5'

CONC. TRAFFIC CURB 

MATCH EXISTING CEMENT

CONC. TRAFFIC CURB 

MATCH EXISTING CEMENT

EXISTING CURB FACE

EXISTING GUTTER FACE

CONC. SIDEWALK
REMOVING CEMENT
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PAVEMENT
EXISTING EDGE OF

PUSHBUTTON POST
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SERVICE CABINET
EXISTING ELECTRICAL
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CURB AND GUTTER
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?
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SP
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HIGH VISIBILITY FENCE
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C. ANDERSON
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CEMENT CONC. SIDEWALK

COMPACTED SUB-GRADE
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CUT-THROUGH
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ON SR 99 SOUTH OF S ALASKA ST

MEDIAN OF MIDBLOCK CROSSING 

A A

SURFACE
WARNING
DETECTABLE

SURFACE
WARNING
DETECTABLE

NOT TO SCALE

CONC. PAVEMENT
REMOVING ASPHALT 

RAILROAD TRACK RAIL

71+09.8 (21.3' RT)

CONC. TRAFFIC CURB

MATCH EXISTING CEMENT

70+97.9 (21.3' RT)

CONC. TRAFFIC CURB 

MATCH EXISTING CEMENT

71+09.6 (9.8' RT)

CONC. TRAFFIC CURB

MATCH EXISTING CEMENT
70+98.0 (9.9' RT)
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TRAFFIC CURB 
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Plot 1

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'
40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 

T
H
IS
 
S

H
E

E
T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
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S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
2

(1 OF 2) N.T.S

SR 99 / NB - BRIDGE 99/530E TO 1ST AVE S

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L)

A B C D E

E5-2A

48"

36"
EXIT

OPEN

7' HEIGHT

48"

E5-1 (W/G)

48"

EXIT

A. OLSEN

M. MUS

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE

TRAFFIC CONTROL PLANS

TC1

55

130

21A023

SR 99

SR 509

SR 99

SR 509

1ST AVE

1ST AVE S BRIDGE

C. ANDERSON

F

72"

LEFT
LANE

OPEN TO
ALL

TRAFFIC

ON WHITE
BLACK

R3-11 (MOD)

48"

6"D

6"D

8"C

8"C

8"C

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

RIGHT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

L

BA C

X X X L 2L

X

C

LL

2L

C

D
E

X

F
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Plot 2

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
1

(2 OF 2) N.T.S

SR 99 / NB - BRIDGE 99/530E TO 1ST AVE S

A. OLSEN

M. MUS

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

TRAFFIC CONTROL PLANS

TC2

56

130

PAVING & ADA COMPLIANCE21A023

SR 99

SR 99

C. ANDERSON

E 
MARGIN

AL W
AY 

S

E 
MARGIN

AL W
AY 

S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

100'
T

A

R

L
B

T
A
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Plot 3

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN
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E
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H

E
E

T
T
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M
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L
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M
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T

(1 OF 2) N.T.S

SR 99 / NB - BRIDGE 99/530E TO 1ST AVE S

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

A. OLSEN

M. MUS

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE

TRAFFIC CONTROL PLANS

TC3

57

130

 
21A023

S BRIDGE

1ST AVE
SR 509

SR 99

1ST AVE

SR 509

SR 99

C. ANDERSON

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

206-684-4574

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

NOTES:

L

X
L/3

X
X

A B C

T
A

L B R

X

2L

L

C

T
A
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Plot 4

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
3

58

TC4

(2 OF 2) N.T.S

SR 99 / NB - BRIDGE 99/530E TO 1ST AVE S

E 
MARGIN

AL W
AY 

S

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

SR 99

SR 99
E 

MARGIN
AL W

AY 
S

E 
MARGIN

AL W
AY 

S

1ST AVE S

C. ANDERSON

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

100'
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Plot 5

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'
40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

59

TC5

(1 OF 3) N.T.S

SR 99 / SB - BRIDGE 99/530E TO 1ST AVE S

M. MUS

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

C. ANDERSON

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

T
C
6

T
C
6

A
A

B
B

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

100'

2L

X

X
X

X
L

2L

L

100'

A B
C

C

X

2L

L
X X X

X

A 

B C
A 
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Plot 6

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'
40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

60

TC6

(2 OF 3) N.T.S

SR 99 / SB - BRIDGE 99/530E TO 1ST AVE S

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L)

A B C D E F

W4-2(R)
E5-2A

48"

36"
EXIT

OPEN

7' HEIGHT

48"

E5-1 (W/G)

48"

EXIT

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

X
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S
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L
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L
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E
E
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E
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T
C
5

T
C
5

T
C
7

A
A

B
B

S
H

E
E

T
M

A
T

C
H
 

L
IN

E
 
- S

E
E

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

T
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C

B

A 

R B XXXL
2L

L100'

T
A

UPO

L 100'

2L

G

G

X

X

L

X

100'

G

X

D

2L

L

100'

1ST AVE S

E MARGINAL WAY S

SR 99

SR 99

SR 99

SR 99

F E A 

A A 

2L
XXX

L/3

LX
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Plot 7

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'
40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

61

TC7

(3 OF 3) N.T.S

SR 99 / SB - BRIDGE 99/530E TO 1ST AVE S

A B C D

M. MUS

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L) R3-2

30"

30"
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SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

RIGHT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

D C
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Plot 8

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'
40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

62

TC8

(1 OF 3) N.T.S

SR 99 / SB - BRIDGE 99/530E TO 1ST AVE S

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

W20-1

AHEAD

WORK

ROAD

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

CBA 

M
A

T
C

H
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E
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E
E
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H

E
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T
C
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T
C
9

B
B

A
A

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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2L

X
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L
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X
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X
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Plot 9

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

63

TC9

(2 OF 3) N.T.S

M. MUS

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99 / SB - BRIDGE 99/530E TO 1ST AVE S

W20-1

AHEAD

WORK

ROAD

E5-2A

48"

36"
EXIT

OPEN

7' HEIGHT

48"

E5-1 (W/G)

48"

EXIT

W4-2(R) W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L)

FEDCBA 
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E

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 10

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC10
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PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:30:35 PM

T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn

10

64M. MUS
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

(3 OF 3)

SR 99 / SB - BRIDGE 99/530E TO 1ST AVE S
N.T.S

A B C D

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L) R3-2

30"

30"

S
 

B
R

A
N

D
O

N
 

S
T

S
 

D
A

W
S

O
N
 

S
T

O
H
IO
 

A
V

E
 

S
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M
A

T
C
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L
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S
E

E
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H
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H

E
E

T

M
A
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H
 

L
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E
 
- 

S
E

E
 

T
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S
H

E
E
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A

T
C

H
 

L
IN

E
 
- S

E
E
 

S
H

E
E

T
T

C
9

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

RIGHT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

C
XXXL

2L
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D

X

A 

X

A 

L/2

X

A 
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S
 

D
A

W
S

O
N
 

S
T

SR 99 SR 99

O
N

L
Y

O
N

L
Y

O
H
IO
 

A
V

E
 

S



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.
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Plot 33

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(1 OF 4) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

SR 99 / NB - 1ST AVE S TO S LUCILE ST

M
A
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L
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E
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S
E

E
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H
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E

T
T

C
1
2

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

130

65

TC11

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

DU10

SR 99

SR 99

SR 509

SR 509

SR 99

C. ANDERSON

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

CLOSED

N-BND

SR 99

DETOUR

FOLLOW

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

L
L/3

XXX

A B C

X

L

C

2
L

2L L 100'
X
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Washington State
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Plot 34

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(2 OF 4) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

SR 99 / NB - 1ST AVE S TO S LUCILE ST
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L
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T
C
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1

T
C
1
3

A B C

D

W20-1

AHEAD

WORK

ROAD

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

130

66

TC12

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

E MARGINAL WAY S

E MARGINAL WAY S

4T
H
 

A
V
E
 
S

S
 

M
IC

H
IG

A
N
 
S

T

4T
H
 

A
V
E
 
S

S
 

R
IV

E
R
 
S
T

DU10

C. ANDERSON

M
A
T
C

H
 

L
IN

E
 
- 
S
E
E
 

S
H

E
E
T

W20-3

48"

48"

AHEAD

CLOSED

ROAD

E

ONLY

24"

30"

R3-5L

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

FOR WORKING HOURS. 10. SEE SPECIAL PROVISION 1-07.23(1)

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

B

XD

E

100'

L

X

2L

2L

L

100'

E MARGINAL WAY S

SR 99

SR 99

X

X

A 

B

A 

DC

2L

A

X X X L 150'

L/3

B

A 
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Plot 35

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(3 OF 4) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

SR 99 / NB - 1ST AVE S TO S LUCILE ST

M
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A B C

D

W20-1

AHEAD

WORK

ROAD
48"

30"

R11-201 (B/W)

CLOSED

ROAD

R3-2

30"

30"

F

36"

48"

KEEP

LEFT

R4-8B (B/W)

KEEP

RIGHT

24"

30"

R4-7B

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

130

67

TC13

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

DU10

C. ANDERSON

S
 
F
ID

A
L

G
O
 

S
T

R3-1

30"

30"

E

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 36

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(4 OF 4) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

SR 99 / NB - 1ST AVE S TO S LUCILE ST

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
1
3

C

G20-2A

24"

48"

END

ROAD WORK

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

130

68

TC14

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

W20-1

AHEAD

WORK

ROAD

DU10

C. ANDERSON

S
 

O
R

C
A
S
 
S

T

O
H
IO
 

A
V

E
 

S

DA B

R3-2

30"

30"

48"

30"

R11-201 (B/W)

CLOSED

ROAD TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

9. FOR DETOUR ROUTES DETAILS SEE SHEET

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

X

X

B

A

C

D

A

X
S
 

O
R

C
A
S
 
S

T

S
 

L
U

C
IL

E
 
S

T

S
 

B
R

A
N

D
O

N
 

S
T

SR 99
SR 99

O
N

L
Y

O
N

L
Y

O
H
IO
 

A
V

E
 

S
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Plot 13

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

TC15

69

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(1 OF 4) N.T.S

SR 99 / SB - 1ST AVE S TO S MEAD ST

D

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

R3-2

30"

30"

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
1
6

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

 PAVING & ADA COMPLIANCE21A023

SR 99

C. ANDERSON

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L)

A B C

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

RIGHT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9.  SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

D

D

A B C

A 

A

B

C

X

X

X

XXX

L

100'

X

2L L

1ST AVE S

E MARGINAL WAY S

SR 99

SR 99

SR 99

SR 99

S
 
F
ID

A
L

G
O
 

S
T



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:31:05 PM

T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn

10

 

 

 

 

 

  

 

 

 

 

 

 
  

  

 

Plot 14

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC16

70

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(2 OF 4) N.T.S

SR 99 / SB - 1ST AVE S TO S MEAD ST

M. MUS

W20-1

AHEAD

WORK

ROAD

A B C

ONLY

R3-5R

24"

30"

D

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B W20-1

AHEAD

WORK

ROAD

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
1
5

T
C
1
7

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

XX

C. ANDERSON

W4-2(L)

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

48"

48"

TO STOP

PREPARED

BE

W20-7B

E

E

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

T
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A 
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X

X

X

X

T
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X

D

D
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X

2L L
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X

R

XE
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M
E

A
D
 

S
T
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O
R

C
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S

T
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L
U

C
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E
 
S

T
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O
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L
Y

O
N

L
Y
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Plot 15

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC17

71

(3 OF 4) N.T.S

SR 99 / SB - 1ST AVE S TO S MEAD ST

M. MUS

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

B

W4-2(R)

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

T
C
1
6

T
C
1
8

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

CA

W20-1

AHEAD

WORK

ROAD

R3-2

30"

30"

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

48"

48"

TO STOP

PREPARED

BE

W20-7B

D

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 16

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC18

72

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(4 OF 4) N.T.S

SR 99 / SB - 1ST AVE S TO S MEAD ST

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

T
C
1
7

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

D

ONLY

24"

30"

R3-5L

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

XXXL

C B A 

D

A 

X

2L

S
 

A
L

A
S

K
A
 

S
T

SR 9
9

SR 99 SR 99

O
N

L
Y
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Plot 17

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC19

73M. MUS

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 
S

H
E

E
T

T
C
2
0

(1 OF 4) N.T.S

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

P
C

M
S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER
SR 99 / SB - S MEAD ST TO S LUCILE ST

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

X

X

X

X
XX

CB

C

B

A

A

L

A

E MARGIN
AL W

AY S

SR 99

SR 99

SR 
99
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WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:31:21 PM

T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC.dgn

10

 

 

 

 

 

  

 

 

 

 

 

 

 
  

  

 

Plot 18

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC20

74

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(2 OF 4) N.T.S

SR 99 / SB - S MEAD ST TO S LUCILE ST

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

48"

30"

R11-201 (B/W)

CLOSED

ROAD

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

ALLOW ACCESS WHEN POSSIBLE

C. ANDERSON

S
 
F
ID

A
L

G
O
 

S
T

1ST AVE S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

S
H

E
E

T
T

C
1
9

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

D

D

T
C
2
1

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

LANE
EXISTING 

LANE
EXISTING

LANE
EXISTING

LANE
EXISTING

EXISTING CURB

2'2'

A-A SECTION

A

A

 LANE
 TWLTL 
EXISTING

LANE
EXISTING 

LANE
EXISTING 

EXISTING CURB

WORK ZONE
2'

NB LANES

ACTIVE 

NB LANES

ACTIVE 

SB LANE

ACTIVE 

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

B

A 
A 

L2L

X

A 

C

X

X

X

X

B
B

L

X

1ST AVE S

SR 99

S
 

M
E

A
D
 

S
T

S
 

O
R

C
A
S
 
S

T

SR 99

SR 99

S
 
F
ID

A
L

G
O
 

S
T
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Plot 19

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC21

75

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

(3 OF 4) N.T.S

SR 99 / SB - S MEAD ST TO S LUCILE ST

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

S
H

E
E

T
T

C
2
0

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

T
H
IS
 

S
H

E
E

T

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

C. ANDERSON

O
H
IO
 

A
V

E
 

S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

48"

30"

R11-201 (B/W)

CLOSED

ROAD

W20-1

AHEAD

WORK

ROAD

A B

C

D

D

D

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

T
C
2
2

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

LANE
EXISTING 

LANE
EXISTING

LANE
EXISTING

LANE
EXISTING

EXISTING CURB

2'2'

 LANE
 TWLTL 
EXISTING

LANE
EXISTING 

LANE
EXISTING 

EXISTING CURB

WORK ZONE
2'

SECTIONA-A 

A

A

SB LANE

ACTIVE 

NB LANE

ACTIVE 

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

    ALLOW ACCESS WHEN POSSIBLE

(206) 386-4529
FOLLOWING NUMBER:  
CONSTRUCTION AT THE 
SIGNAL GROUP 10 DAYS PRIOR TO 
CONTRACTOR SHALL NOTIFY SDOT 

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

W20-7A

ONLY

R3-5R

24"

30"

C

48"

48"

TO STOP

PREPARED

BE

W20-7B

X

KEEP

RIGHT

24"

30"

R4-7B

E

E

X

A

X

A

A

PTC1

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. FOR PEDESTRIAN DETOUR SEE SHEET 

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

1.SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

NOTES:

C

A

X

UPO

B

L

100'

X

X

B

C

X

X

S
 

L
U

C
IL

E
 
S

T

S
 

B
R

A
N

D
O

N
 

S
T

SR 99
SR 99 SR 99

O
N

L
Y

O
N

L
Y

O
H
IO
 

A
V

E
 

S

X

A

C

UPO

A

T
A

T
A

B

C

L

X

X

X

X

X

B

B

X

C

E

R

S
 

D
A

W
S

O
N
 

S
T

OHIO AVE S

S
 

H
U

D
S

O
N
 

S
T

SR 99

SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y
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Plot 20

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC22

76M. MUS
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

RIGHT

(4 OF 4) N.T.S

SR 99 / SB - S MEAD ST TO S LUCILE ST

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

T
H
IS
 

S
H

E
E

T

B

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L)

CA

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

S
H

E
E

T
T

C
2
1

10. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

9. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

8.  CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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L
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N
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Plot 21

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC23

77

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

S
H

E
E

T
T

C
2
4

(1 OF 4) N.T.S

SR 99 / NB - S LUCILE ST TO S HUDSON ST

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L)

A B C

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

DU1

C. ANDERSON

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

RIGHT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER
PTC1

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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X
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L

100'

E MARGIN
AL W

AY S

SR 99
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Plot 22

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC24

78

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

T
C
2
3

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
2
5

(2 OF 4) N.T.S

SR 99 / NB - S LUCILE ST TO S HUDSON ST

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

DU1

C. ANDERSON

S
 
F
ID

A
L

G
O
 

S
T

M
A

T
C

H
 

L
IN

E
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S
E

E
 

T
H
IS
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B W20-1

AHEAD

WORK

ROAD

XX

E

R3-2

30"

30"

W4-2(L)

48"

30"

R11-201 (B/W)

CLOSED

ROAD

CB

W20-1

AHEAD

WORK

ROAD

A 

D

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGERPTC1

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

ACROSS THE CROSSWALK WHEN NEEDED.

THE CONTRACTOR SHALL ASSIST PEDESTRIANS 
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13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

T
A

C

T
A

UPO

E

E

D

A

X

BL2L

X

R XA

S
 

O
R

C
A
S
 
S

T

S
 

L
U

C
IL

E
 
S

T

S
 

B
R

A
N

D
O

N
 

S
T

SR 99
SR 99

O
N

L
Y

O
N

L
Y

O
H
IO
 

A
V

E
 

S

X
A 

C

B

A 

BL2L

X

L/2

1ST AVE S

SR 99

SR 99

S
 

M
E

A
D
 

S
T

SR 99

S
 
F
ID

A
L

G
O
 

S
T



 

 

 

 

 

  

 

 

 

 

 

 

 
  

  

 

Plot 23

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC25

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:31:40 PM
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79

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(3 OF 4) N.T.S

SR 99 / NB - S LUCILE ST TO S HUDSON ST

A B C

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

T
H
IS
 
S

H
E

E
T

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 

T
H
IS
 
S

H
E

E
T

D E

W20-1

AHEAD

WORK

ROAD

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)
R3-2

30"

30"

48"

30"

R11-201 (B/W)

CLOSED

ROAD

ONLY

24"

30"

R3-5L

F

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

DU1

PTC1

T
C
2
6

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 24

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC26

80M. MUS
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

S
H

E
E

T
T

C
2
5

P
C

M
S

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(4 OF 4) N.T.S

SR 99 / NB - S LUCILE ST TO S HUDSON ST

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

W4-2(L)

A B C

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

DU1

PTC1

M
A

T
C

H
 

L
IN

E
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S
E

E
 

T
H
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S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 

T
H
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S
H

E
E

T

ONLY

24"

30"

R3-5L

D

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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N
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O
N
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Plot 25

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC27

81

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
2
8

(1 OF 5) N.T.S

SR 99 / NB & SB - S LUCILE ST TO S HUDSON ST

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

M. MUS
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

PTC1

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

10. FOR PEDESTRIAN DETOUR SEE SHEET 

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS  FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

A 

B

C

C

B

A
 

2L

L

B

100'

L

X

X

X

L/2

100'

L

X

X

X

E MARGINAL WAY S

SR 99

SR 99

SR 99
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Plot 26

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC28

82

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'
M

A
T

C
H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

T
C
2
7

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
2
9

(2 OF 5) N.T.S

SR 99 / NB & SB - S LUCILE ST TO S HUDSON ST

W20-1

AHEAD

WORK

ROAD

A B C D

W4-2(R) R3-2

30"

30"

ONLY

R3-5R

24"

30"

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

S
 
F
ID

A
L

G
O
 

S
T

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER
PTC1

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

10. FOR PEDESTRIAN DETOUR SEE SHEET 

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

X

X

A 

B

A 

D

C

C C C

X

X

2L L B

200'

1ST AVE S

SR 99

SR 99

S
 

M
E

A
D
 

S
T

SR 99

S
 
F
ID

A
L

G
O
 

S
T
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Plot 27

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC29

83

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
2
8

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
3
0

(3 OF 5) N.T.S

SR 99 / NB & SB - S LUCILE ST TO S HUDSON ST

W20-1

AHEAD

WORK

ROAD

A B C

R3-2

30"

30"

ONLY

R3-5R

24"

30"

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

O
H
IO
 

A
V

E
 

S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER
PTC1

ACROSS THE CROSSWALK WHEN NEEDED.

THE CONTRACTOR SHALL ASSIST PEDESTRIANS 

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

10. FOR PEDESTRIAN DETOUR SEE SHEET 

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 28

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC30

84

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
2
9

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

T
C
3
1

(4 OF 5) N.T.S

SR 99 / NB & SB - S LUCILE ST TO S HUDSON ST

W20-1

AHEAD

WORK

ROAD

A B C

R3-2

30"

30"

ONLY

R3-5R

24"

30"

M. MUS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

D

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B W20-1

AHEAD

WORK

ROAD

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

XX

C. ANDERSON

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER
PTC1

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

10. FOR PEDESTRIAN DETOUR SEE SHEET 

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 29

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC31

85

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
3
0

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

M
A

T
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H
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E
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E
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E
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S
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E
E

T

(5 OF 5) N.T.S

SR 99 / NB & SB - S LUCILE ST TO S HUDSON ST

W20-1

AHEAD

WORK

ROAD

C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

M. MUS

W4-2(R)

D

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

WITHIN 6 FT OF NEAREST RAIL

TC DEVICES SHALL NOT BE PLACED 

EA B

R3-2

30"

30"

ONLY

24"

30"

R3-5L

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGERPTC1

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

10. FOR PEDESTRIAN DETOUR SEE SHEET 

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

NOTES:
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N
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N
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Plot 26

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC32

86
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(1 OF 5)

SR 99 / NB - S HUDSON ST TO DIAGONAL AVE SDU1

PTC2

A 

W20-1

AHEAD

WORK

ROAD

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

3 LANES

RIGHT

B C

W4-2(L)W20-501(R)

AHEAD

CLOSED

THREE LANES

RIGHT

B
C

B

C

C

T
C
3
3

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

P
C

M
S

M. MUS

J. CAMACHO-MORALES

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

X

X

A

X
X

A

X

X

X

DX

1ST AVE S

E MARGINAL WAY S

SR 99

SR 99

SR 99

SR 99
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Plot 27

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC33

87
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

 SR 99

21A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(2 OF 5)

DU1

PTC2

B

A 

W20-1

AHEAD

WORK

ROAD

B

W20-501(R)

AHEAD

CLOSED

THREE LANES

RIGHT

M
A

T
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H
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SR 99 / NB - S HUDSON ST TO DIAGONAL AVE S

M. MUS

J. CAMACHO-MORALES

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

L

L

L

50'
X

X

A

A

X

S
 

M
E

A
D
 

S
T

S
 

O
R

C
A
S
 
S

T

SR 99

SR 99

S
 
F
ID

A
L

G
O
 

S
T

B

L

L/2

L/2

A

X

A

X

A

S
 

L
U

C
IL

E
 
S

T

S
 

B
R

A
N

D
O

N
 

S
T

S
 

D
A

W
S

O
N
 

S
T OHIO AVE S

SR 99

SR 99

SR 99

O
N

L
Y

O
N

L
Y

O
H
IO
 

A
V

E
 

S



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:32:20 PM

T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC2.dgn

10

 

 

 

 

 

  

 

 

 

 

 

 
  

  

 

Plot 28

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC34

88
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(3 OF 5)

DU1

PTC2

A B C

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

KEEP

RIGHT

24"

30"

R4-7B
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T
C
3
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SR 99 / NB - S HUDSON ST TO DIAGONAL AVE S

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

M. MUS

J. CAMACHO-MORALES

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 29

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC35

89
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

 SR 99

21A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

(4 OF 5)

DU1

PTC2

A B C

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

KEEP

RIGHT

24"

30"

R4-7B

A B

B

AB

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 
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T
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SR 99 / NB - S HUDSON ST TO DIAGONAL AVE S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

XX

A B

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

M. MUS

J. CAMACHO-MORALES

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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X X
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N
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Plot 30

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC36

90
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(5 OF 5)

DU1

PTC2

A B C

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

M
A

T
C

H
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S
E
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M
S

SR 99 / NB - S HUDSON ST TO DIAGONAL AVE S

J. CAMACHO-MORALES

M. MUS

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 37

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

 SR 99

21A023
C. ANDERSON

C. ANDERSON

M. COTTEN

TC37

91

130
TRAFFIC CONTROL PLANS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(1 OF 4)

SR 99 / SB - S HUDSON ST TO DIAGONAL AVE SDU1

PTC1

A B C

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

M
A

T
C

H
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J. CAMACHO-MORALES

M. MUS

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 38

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023
C. ANDERSON

C. ANDERSON

M. COTTEN

TC38

92

130
TRAFFIC CONTROL PLANS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(2 OF 4)

DU1

PTC1

A B C

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

KEEP

RIGHT

24"

30"

R4-7B

A

B

C

A B
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SR 99 / SB - S HUDSON ST TO DIAGONAL AVE S

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

M. MUS

J. CAMACHO-MORALES

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 39

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

 SR 99

21A023
C. ANDERSON

C. ANDERSON

M. COTTEN

TC39

93

130
TRAFFIC CONTROL PLANS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(3 OF 4)

DU1

PTC1

A 

B

C

B

C C

B

B

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

KEEP

RIGHT

24"

30"

R4-7B

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 

SEE SPECIAL PROVISION 1-07.18
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SR 99 / SB - S HUDSON ST TO DIAGONAL AVE S

X

A

X

X

A

B

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

J. CAMACHO-MORALES

M. MUS

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

W20-1

AHEAD

WORK

ROAD

X

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574 

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 40

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023
C. ANDERSON

C. ANDERSON

M. COTTEN

TC40

94

130
TRAFFIC CONTROL PLANS

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

(4 OF 4)

DU1

PTC1

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

3 LANES

RIGHT
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SR 99 / SB - S HUDSON ST TO DIAGONAL AVE S

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

J. CAMACHO-MORALES

FILE NAME

TIME

DATE

DESIGNED BY
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CHECKED BY
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Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:32:45 PM
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M. MUS

F

KEEP
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24"

30"

R4-7B

E

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

X

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 33

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST

PAVING & ADA

TRAFFIC CONTROL PLANS
130

95

TC41

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

21A023

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

A B C D

W20-1

AHEAD

WORK

ROAD
48"

30"

R11-201 (B/W)

CLOSED

ROAD

(1 OF 3)

W20-501(R)

AHEAD

CLOSED

THREE LANES

RIGHT

W4-2(L)

SR 99 / NB - DIAGONAL AVE S TO S IDAHO ST

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1
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WORK

ROAD

CLOSED

3 LANES
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C. ANDERSON
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J. CAMACHO-MORALES

M. MUS

DU8

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 34

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST

PAVING & ADA

TRAFFIC CONTROL PLANS
130

TC42

9621A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

A B C D

W20-1

AHEAD

WORK

ROAD
48"

30"

R11-201 (B/W)

CLOSED

ROAD

(2 OF 3)

W20-501(R)

AHEAD

CLOSED

THREE LANES

RIGHT

W4-2(L)

SR 99 / NB - DIAGONAL AVE S TO S IDAHO ST
DU8
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SEE SPECIAL PROVISION 1-07.18
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SEE SPECIAL PROVISION 1-07.18
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TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

J. CAMACHO-MORALES

M. MUS

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 35

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST

PAVING & ADA

TRAFFIC CONTROL PLANS
130

TC43

9721A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

A B C D

W20-1

AHEAD

WORK

ROAD

(3 OF 3)

SR 99 / NB - DIAGONAL AVE S TO S IDAHO ST

P
C

M
S

DU8

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

E
 

M
A
R

G
IN

A
L
 

W
A

Y
 
S

C

B
A

X X

D

W20-501(R)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

KEEP

RIGHT

24"

30"

R4-7B

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

T
C
4
2

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

J. CAMACHO-MORALES

M. MUS

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. FOR DETOUR ROUTES DETAILS SEE SHEET

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

100'
L

2L

UPO

C

S
 
ID

A
H

O
 

S
T

S
 

N
E

V
A

D
A
 

S
T

E MARGINAL WAY S

E MARGINAL WAY S

SR 99 SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

2L

L

X
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OF

SHEETS

Washington State
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DATE DATE
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NO.

STATE FED.AID PROJ.NO.
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musma
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Plot 36

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST

PAVING & ADA

TRAFFIC CONTROL PLANS
130

TC44

9821A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(1 OF 3)

SR 99 / SB - DIAGONAL AVE S TO S IDAHO ST

A B C

W20-1

AHEAD

WORK

ROAD

W20-501(R)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

B

C

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

P
C

M
S

T
C
4
5

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

J. CAMACHO-MORALES

M. MUS

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

L

L

X X X

EA

S
 

D
A

W
S

O
N
 

S
T

OHIO AVE S

S
 

H
U

D
S

O
N
 

S
T

SR 99

SR 99

SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y
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Plot 37

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST

PAVING & ADA

TRAFFIC CONTROL PLANS
130

TC45

9921A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER(2 OF 3)

SR 99 / SB - DIAGONAL AVE S TO S IDAHO ST

B

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

A

B

KEEP

RIGHT

24"

30"

R4-7B

C

C

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 

T
C
4
4

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T T
C
4
6

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

J. CAMACHO-MORALES

M. MUS

W20-1

AHEAD

WORK

ROAD

X

C

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

L
L

50'

UPO

A

B

X

X

B

B

X

X

X

X

A

S
 

A
L

A
S

K
A
 

S
T

D
IA

G
O

N
A
L
 
A

V
E
 
S

D
IA

G
O

N
A
L
 
A

V
E
 
S

SR 99
SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y



 

 

 

 

 

  

 

 

 

 

 

 

 
  

  

 

Plot 38

C. ANDERSON

M. COTTEN

SR 99

DUWAMISH RIVER TO S SPOKANE ST

PAVING & ADA

TRAFFIC CONTROL PLANS
130

TC46

FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:33:23 PM
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10

10021A023

C. ANDERSON

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

N.T.S

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

A B C D

W20-1

AHEAD

WORK

ROAD

(3 OF 3)

W20-501(R)

AHEAD

CLOSED

THREE LANES

RIGHT

W4-2(L)

SR 99 / SB - DIAGONAL AVE S TO S IDAHO ST

AB

C

BC

W4-1R

D

E

F

E

KEEP

RIGHT

24"

30"

R4-7B

F

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

3 LANES

RIGHT

G

T
C
4
5

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

TO CONSTRUCTION AT THE FOLLOWING NUMBER:  (206) 386-4529
CONTRACTOR SHALL NOTIFY SDOT SIGNAL GROUP 10 DAYS PRIOR 

J. CAMACHO-MORALES

M. MUS

E

W20-7A

48"

48"

TO STOP

PREPARED

BE

W20-7B

X

11. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

10. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

9. AT LEAST TWO UNIFORMED POLICE OFFICERS REQUIRED PER UPO SYMBOL

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

UPO

T
A

R

T
A

L

A

X

400'

X

X

E

X

E

X

X

X

X

A

S
 
ID

A
H

O
 

S
T

S
 

N
E

V
A

D
A
 

S
T

E MARGINAL WAY S

SR 99

SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

L

L/3

A

XXX

A

XX
400'

E MARGINAL WAY S

E MARGINAL WAY S

SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y
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P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:33:30 PM
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Plot 23

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(1 OF 3) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC47

101

SR 99 / NB - S IDAHO ST TO E MARGINAL WAY S OFF RAMP

M
A

T
C

H
 

L
IN

E
 
- 
S

E
E
 
S

H
E

E
T

T
C
4
8

A B C D

W20-1

AHEAD

WORK

ROAD
48"

30"

R11-201 (B/W)

CLOSED

ROAD

W4-2(L)

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 9
9

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

CLOSED

ST EXIT

SPOKANE

DETOUR

FOLLOW

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

DU5 & DU6

PTC3

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. FOR PEDESTRIAN DETOUR ROUTES SEE SHEET 

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

A 
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D
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S
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O
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O
N
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N
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Plot 24

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(2 OF 3) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC48

102

SR 99 / NB - S IDAHO ST TO E MARGINAL WAY S OFF RAMP
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L
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L
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A B

S
 

A
L

A
S

K
A
 
S

T

W4-2(L)

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

WITHIN 6 FT OF NEAREST RAIL

TC DEVICES SHALL NOT BE PLACED

W20-1

AHEAD

WORK

ROAD

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

DU5 & DU6

PTC3

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. FOR PEDESTRIAN DETOUR ROUTES SEE SHEET 

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 25

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(3 OF 3) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC49

103

SR 99 / NB - S IDAHO ST TO E MARGINAL WAY S OFF RAMP

M
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C
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A B

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

DU5 & DU6

C. ANDERSON

48"

48"

EXIT

CLOSED

AHEAD

W20-3 ALT E5-2B

48"

36"
EXIT

CLOSED

P
C

M
S

C

W20-1

AHEAD

WORK

ROAD

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

CLOSED

ST EXIT

SPOKANE

DETOUR

FOLLOW

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

PTC3

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. FOR PEDESTRIAN DETOUR ROUTES SEE SHEET 

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:
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Plot 31

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(1 OF 2) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC50

104

SR 99 / SB - S IDAHO ST TO E MARGINAL WAY ON RAMP

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

DU4

C. ANDERSON

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

A B C

W20-1

AHEAD

WORK

ROAD

W4-2(L)W20-501(R)

AHEAD

CLOSED

TWO LANES

RIGHT
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SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

RIGHT

B 

C

D

48"

30"

R11-201 (B/W)

CLOSED

ROAD

D

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

ALLOW ACCESS WHEN POSSIBLE

PTC3

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. FOR PEDESTRIAN DETOURS SEE SHEET

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.
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Plot 32

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

(2 OF 2) N.T.S

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC51

105

SR 99 / SB - S IDAHO ST TO E MARGINAL WAY S ON RAMP

A B C D E

W20-1

AHEAD

WORK

ROAD

W20-5R

AHEAD

CLOSED

RIGHT LANE

W4-2(L)

48"

30"

R11-201 (B/W)

CLOSED

ROAD

W20-3

48"

48"

AHEAD

CLOSED

ROAD

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

SR 99

SR 99

C. ANDERSON

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

LANE

RIGHT

P
C

M
S

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

E
 

M
A
R

G
IN

A
L
 

W
A

Y
 
S

D

D

T
C
5
0

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

ALLOW ACCESS WHEN POSSIBLE

DU4

PTC3

12. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

11. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

10. FOR PEDESTRIAN DETOURS SEE SHEET

9. FOR DETOUR ROUTES DETAILS SEE SHEET 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

T
A

R B

X

S
 

N
E

V
A

D
A
 

S
T

E MARGINAL WAY S

E MARGINAL WAY S

SR 99
SR 99

O
N

L
Y

L/3

C B A 

D

E

X

B

XXXLO
N

L
Y

O
N

L
Y
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Plot 15

(1 OF 5) N.T.S

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC52

106

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
5
3

W20-1

AHEAD

WORK

ROAD

A B C

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

D

R3-2

30"

30"

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99 / NB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

C. ANDERSON

O
H
IO
 

A
V

E
 

S

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGERPTC3

50

SPEED

LIMIT

SEE NOTE 10

SIGNS

SPEED LIMIT 

CONFLICTING

COVER ALL 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET  

 SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT 

 MAY BE USED 500' +/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

9. AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

A B C

D

A 

D

A 

X

X

DD

X X X

L/2 L

S
 

L
U

C
IL

E
 
S

T

S
 

B
R

A
N

D
O

N
 

S
T

S
 

D
A

W
S

O
N
 

S
T

OHIO AVE S

SR 99 SR 99 SR 99

O
N

L
Y

O
N

L
Y

O
H
IO
 

A
V

E
 

S
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Plot 16

(2 OF 5) N.T.S

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC53

107

M
A

T
C

H
 

L
IN

E
 
- S

E
E
 
S

H
E

E
T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

T
C
5
2

T
C
5
4

W20-1

AHEAD

WORK

ROAD

A B C

W4-2(R) R3-2

30"

30"

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99 / NB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

ONLY

24"

30"

R3-5L

D

D

C. ANDERSON

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER
PTC3

50

SPEED

LIMIT

SEE NOTE 10

SIGNS

SPEED LIMIT 

CONFLICTING

COVER ALL 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

11. FOR PEDESTRIAN DETOUR SEE SHEET  

 SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT 

 MAY BE USED 500' +/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

9. AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

X

A

C

B

A

A

2L

X L 100'

X

L

200
'

A

S
 

H
U

D
S

O
N
 

S
T

S
 

A
L

A
S

K
A
 

S
TSR 9

9

SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y
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Plot 17

(3 OF 5) N.T.S

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC54

108

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

T
C
5
3

T
C
5
5

A B C

W20-1

AHEAD

WORK

ROAD

R3-2

30"

30"

ONLY

R3-5R

24"

30"

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99 / NB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

 SR 99

21A023

C. ANDERSON

WITHIN 6 FT OF NEAREST RAIL

TC DEVICES SHALL NOT BE PLACED

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 

SEE SPECIAL PROVISION 1-07.18

RAILROAD FLAGGER 

PTC3

R2-1 (B/W)

36"

48"

SPEED

LIMIT

45

D

50

SPEED

LIMIT

SEE NOTE 10

SIGNS

SPEED LIMIT 

CONFLICTING

COVER ALL 

D

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET  

 SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT 

 MAY BE USED 500' +/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

9. AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

A

A

L 100' B

A

X

X

500' +/-

D
IA

G
O

N
A
L
 
A

V
E
 
S

D
IA

G
O

N
A
L
 
A

V
E
 
S

SR 99 SR 99 SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y
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N

L
Y

O
N

L
Y

O
N

L
Y
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Plot 18

(4 OF 5) N.T.S

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC55

109

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T

T
C
5
4

T
C
5
6

A B C D

W20-1

AHEAD

WORK

ROAD

W4-1R

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99 / NB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

W4-2(L)

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

ONLY

R3-5R

24"

30"

SR 99

C. ANDERSON

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

 
LANE
EXISTING 

LANE
EXISTING

LANE
EXISTING

LANE
EXISTING

LANE
EXISTING

LANE
EXISTING 

A

A

A-A SECTION

GORE AREA

EXISTING CURB

EXISTING CONCRETE BARRIER

EXISTING CURB

SLOPED MOUNTABLE CURB

PRECAST DUAL FACED

SHOULDER
EXISTING

11' MIN

2'2'

LANE
TEMPORARY

11' MIN

2'2'

LANE
TEMPORARY

WORK ZONE

SEE NOTE 9

36"

48"

XX
YOUR SPEED12"SPECIAL (B/W)

LED DISPLAY (Y/B)

SPEED

LIMIT

40
(B/W)

R2-1

500' +/-

RADAR SPEED DISPLAY SIGN

PTC3

50

SPEED

LIMIT

SEE NOTE 10

SIGNS

SPEED LIMIT 

CONFLICTING

COVER ALL 

CROSSWALK WHEN NEEDED.

PEDESTRIANS ACROSS THE

THE CONTRACTOR SHALL ASSIST 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET  

 SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT 

 MAY BE USED 500' +/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

9. AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

T
A

T
A

X
X

B

A
A 

B

T
A

T
A

A C

R

XXXL
2L

L
B

X
X

B R

X

200'

A 

X

500' +/-

S
 
ID

A
H

O
 

S
T

S
 

N
E

V
A

D
A
 

S
T

E MARGINAL WAY S

E MARGINAL WAY S

SR 99 SR 99
SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y
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Plot 19

FOR SHOULDERS LESS THAN 6', USE 3 DEVICES MINIMUM

30 35 40 45 50 55 6020SPEED (MPH) 25 65

SHOULDER CLOSURE TAPER LENGTH = L/3

L/3 (feet)
120 120 12040 40 60 60 9040 160

150 200 200 20040 60 90 9040 240

WIDTH
SHOULDER

6'

10'

(5 OF 5) N.T.S

172'150'222'172'100'

9,900 TO 22,000 lbs.
HOST VEHICLE WEIGHT

45-55 MPH 60+ MPH 45-55 MPH 60+ MPH

100'

 

22,001+ lbs.
HOST VEHICLE WEIGHT

UP TO 40 MPH UP TO 40 MPH

MOBILE TRANSPORTABLE ATTENUATOR ROLL AHEAD DISTANCE = R

LENGTH (feet)

30 35 40 45 50 55 60

200 250 305 360 425 495 570

20 25

155

65

645

SPEED (MPH)

115

LONGITUDINAL BUFFER SPACE = B

40

30

20

80

40

TANGENTMPH TAPER

DEVICE SPACING (feet)
MAXIMUM CHANNELIZATION

35-45

20-30

60

50-65

30 35 40 45 50 55 60

180 270 330 540 600 680 720

20SPEED (MPH)

L (feet)

MINIMUM LANE CLOSURE TAPER LENGTH = L

25

14080

65

800

WIDTH
LANE

12'

A. OLSEN

A. OLSEN

C. ANDERSON

M. COTTEN
TRAFFIC CONTROL PLANS

130

TC56

110

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

T
H
IS
 

S
H

E
E

T

M
A

T
C

H
 

L
IN

E
 
- 

S
E

E
 

S
H

E
E

T
T

C
5
5 W20-1

AHEAD

WORK

ROAD

A 

C E

W20-501(L)

AHEAD

CLOSED

TWO LANES

LEFT

W4-2(R)

URBAN STREETS

RESIDENTAL & BUSINESS DISTRICTS

RURAL ROADS & URBAN ARTERIALS

350' +/-

1500' +/-

800' +/-

500' +/-

RURAL ROADS & URBAN ARTERIALS

60-65 MPH

45-55 MPH

35-40 MPH

25-30 MPH

RURAL HIGHWAYS

RURAL ROADS

SIGN SPACING = X (1)

25 MPH OR LESS

 

INTERCHANGE RAMPS, AT-GRADE INTERSECTIONS AND DRIVEWAYS.

(1) ALL SPACING MAY BE ADJUSTED TO ACCOMMODATE 

ROADWAY CONDITIONS.

(2) THIS SPACING MAY BE REDUCED IN URBAN AREAS TO FIT 

200' +/- (2)

100' +/- (2)

FREEWAYS & EXPRESSWAYS 50-75 MPH

SR 99 / NB & SB - DIAGONAL AVE S TO E MARGINAL WAY S

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

 SR 99

21A023

SR 99

SR 99

SR 99

SR 99

C. ANDERSON

P
C

M
S

SPEC. 1-10.3(3)C.

WSDOT STANDARD 

LOCATE PCMS PER 

CLOSURE.

MILES PRIOR TO LANE 

FIELD LOCATE 0.5 +/- 

2

2.0 SEC 2.0 SEC

PCMS
1

AHEAD

WORK

ROAD

CLOSED

2 LANES

LEFT

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

SEQUENTIAL ARROW SIGN

WORK ZONE

LEGEND

PROTECTIVE VEHICLE

UPOUNIFORMED POLICE OFFICER

TRAFFIC SAFETY DRUMS WITH TYPE C STEADY BURN LIGHT

TALL CHANNELIZATION DEVICE

PCMSPORTABLE CHANGEABLE MESSAGE SIGN

FLAGGER

A

A

LANE

11' MIN

2'2'

SHOULDER
EXISTING

LANE LANE LANE
SHOULDER
EXISTING

LANE
TEMPORARY

LANES CLOSED

EXISTING CONCRETE BARRIER

EXISTING CONCRETE BARRIER

EXISTING CONCRETE BARRIER

A-A SECTION

48"

48"

W3-5

R2-1 (B/W)

36"

48"

SPEED

LIMIT

40

D

B

PTC3

50

SPEED

LIMIT

SEE NOTE 10

SIGNS

SPEED LIMIT 

CONFLICTING

COVER ALL 

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS. 

11. FOR PEDESTRIAN DETOUR SEE SHEET  

 SHALL BE COVERED PER STANDARD SPECIFICATION 8-21.3(3)

10. ALL SPEED LIMIT SIGNS CONFLICTING WITH THE WORK ZONE SPEED LIMIT 

 MAY BE USED 500' +/- PRIOR TO EACH WORK CREW WITHIN THE WORK AREA.

9. AS ORDERED BY THE ENGINEER ADDITIONAL SPEED RADAR DISPLAY SIGNS 

8. CONTRACTOR SHALL MAINTAIN 11'  TRAVELED LANE WIDTH.

TRAFFIC SAFETY DRUM.

FOR LOCAL STREETS USE 28" REFLECTIVE TRAFFIC CONES AT 10' SPACING INSTEAD OF 7.

6. SIGNAL SHALL BE SET TO FLASHING RED WHILE INTERSECTION IS FLAGGED.

ARE BLACK ON WHITE, UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30" AND REGULATORY SIGNS5.

CHANNELIZATION DEVICE SPACING SHALL BE 20 FEET. 4.

THE AREA REQUIRED FOR ONE NIGHTS WORK.

CONTRACTOR SHALL SET-UP TRAFFIC CONTROL FOR NO MORE THAN3.

EXTEND DEVICE TAPER AT L/3 ACROSS SHOULDER.2.

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

E

XXXL
2L

L
B

X

O
N

L
Y O

N
L

Y

O
N

L
Y

E D C

XXXL
2L

L
B

XX

B A

SPEED
LIMIT

40
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Plot 1

M. MUS

A. OLSEN

C. ANDERSON

M. COTTEN

SR 99

CTC1

130

111

W20-1

AHEAD

WORK

ROAD

150'75'

W4-2L

A

AHEAD

CLOSED

RIGHT LANE

W20-5R

N.T.S

SR 99 S LUCILE ST
NORTHBOUND CLOSURE

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE21A023

CURB RAMP TRAFFIC CONTROL PLANSC. ANDERSON

PTC4

LEGEND

WORK ZONE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

TYPE 2 BARRICADE

UNIFORMED POLICE OFFICER

TEMPORARY PEDESTRIAN PUSH BUTTON

FLAGGER

UPO

TEMPORARY CURB RAMP 

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

WATER FILLED BARRIER

TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE WITH 

TYPE C STEADY BURN LIGHT
TRAFFIC SAFETY DRUM WITH 

MUST MAINTAIN A 4' PEDESTRIAN ACCESS ROUTE

SEE NOTE 12

SEE NOTE 12

S
 

L
U

C
IL

E
 
S

T

SR 99

SR 99

13. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

12. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL1

11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY. 

  HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND

8. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING

INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE

TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT6.

UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE 5.

CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. 4.

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS 

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

W20-1

AHEAD

WORK

ROAD

B

B

75'

A

A

200'
75'

50
60'

4
0
'

O
N

L
Y

O
N

L
Y
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Plot 4

M. MUS

A. OLSEN

C. ANDERSON

M. COTTEN

CTC2

130

112
PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

21A023

CURB RAMP TRAFFIC CONTROL PLANSC. ANDERSON

W20-1

AHEAD

WORK

ROAD

75'

CLOSED

SHOULDER

W20-301

B

150'75'

A

AHEAD

CLOSED

RIGHT LANE 

W20-5R W4-2LW20-1

AHEAD

WORK

ROAD

C

36"x24"
(RED/WHITE)

R7-T39

PHONE  206-684-5444
NAME OF FIRM XXX-XXX-XXXX

PTC4

LEGEND

WORK ZONE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

TYPE 2 BARRICADE

UNIFORMED POLICE OFFICER

TEMPORARY PEDESTRIAN PUSH BUTTON

FLAGGER

UPO

TEMPORARY CURB RAMP 

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

WATER FILLED BARRIER

TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE WITH 

TYPE C STEADY BURN LIGHT
TRAFFIC SAFETY DRUM WITH 

N.T.S

SR 99 S HUDSON ST
NORTHBOUND CLOSURE

SEE NOTE 13
TEMPORARY STOP BAR

PEDESTRIAN ACCESS ROUTE
MUST MAINTAIN A 4' 

SEE NOTE 12

15. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

14. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. OPEN LANES SHALL BE AT LEAST 11 FEET WIDE.

12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL2.

11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY. 

  HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND

8. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING

INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE

TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT6.

UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE 5.

CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. 4.

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS 

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

D

W20-1

AHEAD

WORK

ROAD

D

B

C

C
A

200'90'

100'

60'

 

 

110'

45'

C

C

OHIO AVE S

S
 

H
U

D
S

O
N
 

S
T

SR 99

SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/22/2022

4:03:35 PM

T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC_CR.dgn

10

 

 

 

 

 

  

 

 

 

 

 

 

 
  

  

 

Plot 5

M. MUS

A. OLSEN

C. ANDERSON

M. COTTEN

CTC3

130

113

N.T.S

SR 99 S HUDSON ST
SOUTHBOUND CLOSURE

N.T.SNORTHBOUND CLOSURE

W20-1

AHEAD

WORK

ROAD

150'75'

W4-2L

A

AHEAD

CLOSED

RIGHT LANE

W20-5R

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

SR 99 MIDBLOCK CROSSING

21A023

CURB RAMP TRAFFIC CONTROL PLANSC. ANDERSON

PTC4

SEE NOTE 12

LEGEND

WORK ZONE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

TYPE 2 BARRICADE

UNIFORMED POLICE OFFICER

TEMPORARY PEDESTRIAN PUSH BUTTON

FLAGGER

UPO

TEMPORARY CURB RAMP 

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

WATER FILLED BARRIER

TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE WITH 

TYPE C STEADY BURN LIGHT
TRAFFIC SAFETY DRUM WITH 

MUST MAINTAIN A 4' PEDESTRIAN ACCESS ROUTE

DURING DWS INSTALLATION
SR 99 CROSSWALK 
TO PROVIDE ACCESS TO 
PEDESTRIAN FLAGGER

14. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

13. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

12. 12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL3.

11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY. 

  HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND

8. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING

INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE

TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT6.

UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE 5.

CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. 4.

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS 

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

W20-1

AHEAD

WORK

ROAD

B

B

B

B

A

75'

50'

200'

S
 

H
U

D
S

O
N
 

S
T

SR 99

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

A
50' 50'

200'75'

SR 99
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Plot 6

M. MUS

A. OLSEN

C. ANDERSON

M. COTTEN

CTC4

130

114

N.T.SSOUTHBOUND CLOSURE

N.T.SCLOSURE

W20-1

AHEAD

WORK

ROAD

150'75'

B

W4-2RW20-5L

AHEAD

CLOSED

LEFT LANE

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

SR 99 MIDBLOCK CROSSING

SR 99 MIDBLOCK CROSSING

21A023

CURB RAMP TRAFFIC CONTROL PLANSC. ANDERSON

W20-1

AHEAD

WORK

ROAD

150'75'

W4-2L

A

AHEAD

CLOSED

RIGHT LANE

W20-5R

PTC4

71+50 (53' RT)

SEE NOTE 12

SEE NOTE 13

LEGEND

WORK ZONE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

TYPE 2 BARRICADE

UNIFORMED POLICE OFFICER

TEMPORARY PEDESTRIAN PUSH BUTTON

FLAGGER

UPO

TEMPORARY CURB RAMP 

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

WATER FILLED BARRIER

TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE WITH 

TYPE C STEADY BURN LIGHT
TRAFFIC SAFETY DRUM WITH 

DURING DWS INSTALLATION
SR 99 CROSSWALK 
TO PROVIDE ACCESS TO 
PEDESTRIAN FLAGGER

W20-1

AHEAD

WORK

ROAD

C

C

15. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

14. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL4.

12. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL3.

11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY. 

  HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND

8. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING

INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE

TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT6.

UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE 5.

CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. 4.

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS 

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

71+65 (22' LT)
TEMPORARY CROSSWALK LINE - SHORT DURATION

A

50'50'
200' 75'

S
 

A
L

A
S

K
A
 

S
T

SR 99

B

B

200'75'

50' 50'

50'50'
200' 75'

75'

S
 

A
L

A
S

K
A
 

S
T

SR 99

SR 99
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Plot 7

M. MUS

A. OLSEN

C. ANDERSON

M. COTTEN

W20-1

AHEAD

WORK

ROAD

150'75'

W4-2L

A

AHEAD

CLOSED

RIGHT LANE

W20-5R

PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

W20-1

AHEAD

WORK

ROAD

W20-1

AHEAD

WORK

ROAD

75'

75'

C

D
IA

G
O

N
A
L
 
A

V
E
 
S

SR 99

D
IA

G
O

N
A
L
 
A

V
E
 
S

C

30"

30"

75'

B

(RED/WHITE)
R3-1

N.T.S

SR 99 DIAGONAL AVE S

21A023

CURB RAMP TRAFFIC CONTROL PLANS

W1-4(L)

W1-4(R)

KEEP

RIGHT

24"

30"

R4-7B

D

C. ANDERSON 130

115

CTC5

SEE NOTE 8
TEMPORARY STOP BAR

D

SOUTHBOUND CLOSURE

PTC4

SR 99

LEGEND

WORK ZONE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

TYPE 2 BARRICADE

UNIFORMED POLICE OFFICER

TEMPORARY PEDESTRIAN PUSH BUTTON

FLAGGER

UPO

TEMPORARY CURB RAMP 

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

WATER FILLED BARRIER

TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE WITH 

TYPE C STEADY BURN LIGHT
TRAFFIC SAFETY DRUM WITH 

PEDESTRIAN ACCESS ROUTE
MUST MAINTAIN A 4' 

SEE NOTE 13

15. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

14. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

13. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL6.

12. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

11. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY. 

  HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

10. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND

9. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET

8. OPEN LANES SHALL BE AT LEAST 11 FEET WIDE.

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING

INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE

TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT6.

UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE 5.

CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. 4.

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS 

SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.1.

NOTES:

W20-1

AHEAD

WORK

ROAD

E

E

A

B

75'

50'

250'

150'

T
A
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N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y

O
N

L
Y
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Plot 9

M. MUS

A. OLSEN

C. ANDERSON

M. COTTEN

N.T.SNORTHBOUND CLOSURE

N.T.SNORTHBOUND CLOSURE

N.T.SSOUTHBOUND CLOSURE

SR 99 DIAGONAL AVE S

SR 99 S IDAHO ST

SR 99 S IDAHO ST

W20-1

AHEAD

WORK

ROAD

150'75'

W4-2L

A

AHEAD

CLOSED

RIGHT LANE

W20-5R

PTC4

C. ANDERSON

SR 99

DUWAMISH RIVER TO S SPOKANE ST VIC

PAVING & ADA COMPLIANCE

130

116

CTC6

21A023

CURB RAMP TRAFFIC CONTROL PLANS

LEGEND

WORK ZONE

SEQUENTIAL ARROW SIGN

TYPE 3 BARRICADE WITH ROAD CLOSED SIGN (R11-2)

TYPE 2 BARRICADE

UNIFORMED POLICE OFFICER

TEMPORARY PEDESTRIAN PUSH BUTTON

FLAGGER

UPO

TEMPORARY CURB RAMP 

TEMPORARY SIGN LOCATION

TEMPORARY SIGN LOCATION (5' MOUNTING HEIGHT)

WATER FILLED BARRIER

TYPE C STEADY BURN LIGHT
TALL CHANNELIZATION DEVICE WITH 

TYPE C STEADY BURN LIGHT
TRAFFIC SAFETY DRUM WITH 

MUST MAINTAIN A 4' PEDESTRIAN ACCESS ROUTE

PEDESTRIAN ACCESS ROUTE
MUST MAINTAIN A 4' 

PEDESTRIAN ACCESS ROUTE
MUST MAINTAIN A 4' 

16. CONTACT SDOT HUB COORDINATION OFFICE 10 DAYS PRIOR TO START OF WORK. 206-684-4574

15. SEE SPECIAL PROVISION 1-07.23(1) FOR WORKING HOURS.

14. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL8.

13. FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL7.

12.  FOR TEMPORARY PEDESTRIAN PUSH BUTTON INSTALLATION SEE SHEET TEL5.

11. WATER FILLED BARRIER SHALL BE 32 IN. OR TALLER.

10. WATER FILLED BARRIER SHALL NOT BLOCK WATER DRAINAGE FROM THE WALKWAY. 

  HAVE COLOR OR MARKING CONTRASTING WITH THE WALKWAY SURFACE.

9. WATER FILLED BARRIER SHALL BE CONTINUOUS AND 6 INCH MINIMUM HEIGHT ABOVE THE WALKWAY AND

8. FOR TEMPORARY CURB RAMP DETAILS SEE SHEET

7. ONLY ONE QUADRANT OF AN INTERSECTION MAY BE CLOSED AT ANY TIME FOR CURB RAMP CONSTRUCTION.

THE "NO PARKING" SIGNS ARE INCLUDED IN THE BID ITEM "OTHER TEMPORARY TRAFFIC CONTROL".

LABELED WITH APPROPRIATE CLOSURE DATES AND TIMES. ALL COSTS FOR PROVIDING AND INSTALLING

INTERVALS ADJACENT TO LANES WHERE STREET PARKING IS CURRENTLY ALLOWED. THE SIGNS SHALL BE

TEMPORARY "NO PARKING" SIGNS SHALL BE PLACED 48 HOURS IN ADVANCE OF LANE CLOSURE AT 30 FOOT6.

UNLESS STATED OTHERWISE.

ALL WARNING SIGNS ARE BLACK ON ORANGE AND 30" X 30", REGULATORY SIGNS ARE BLACK ON WHITE 5.

CHANNELIZATION DEVICE SPACING SHALL BE 10 FEET. 4.

3. DEVICES SHALL NOT ENCROACH INTO THE ADJACENT LANES.

2. THIS TRAFFIC CONTROL SET UP WILL BE SET UP DURING NON-WORK HOURS 

1. SEE SPECIAL PROVISIONS FOR LANE CLOSURE RESTRICTIONS.

NOTES:

W20-1

AHEAD

WORK

ROAD

B

B

B

B

B

B

B

SEE NOTE 12

SEE NOTE 14

SEE NOTE 13

SEE NOTE 13
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N
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N
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75'200'

55'

100'

T
A

150'

50'

S
 
ID

A
H

O
 

S
T

S
 

N
E

V
A

D
A
 

S
T

SR 99

O
N

L
Y

O
N

L
Y



FILE NAME

TIME

DATE

DESIGNED BY

ENTERED BY

CHECKED BY

PROJ. ENGR.

REGIONAL ADM. REVISION DATE BY

SHEET

OF

SHEETS

Washington State

Department of Transportation

P.E. STAMP BOX P.E. STAMP BOX

DATE DATE

LOCATION NO.CONTRACT NO.

JOB NUMBER

REGION

NO.

STATE FED.AID PROJ.NO.

WASH
PLOTTED BY

PLAN REF NO

musma

3/21/2022

5:34:31 PM

T:\412348\XL6294 - SR 99 Paver\CAD\ContractPlans\XL6294_PS_46TC_PED_det.dgn

10

 

 

 

 

 

  

 

 

 

 
  

  

 

Plot 4

M. MUS

M. MUS

C. ANDERSON

C. ANDERSON

M. COTTEN
PEDESTRIAN TRAFFIC CONTROL PLANS

PTC1

117

130

 

 

 PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

PEDESTRIAN TRAFFIC CONTROL PLANS NOTES:

N.T.S.

NO SCALE

E
 

M
A

R
G
IN

A
L
 

W
A

Y
 
S
 
(S

R
 
9
9
)

AREA
WORK

S LUCILE ST

S BRANDON ST

BUSIN
ES

S 
ACCES

S

1
S

T
 

A
V

E
 

S

S DAWSON ST

O
H
IO
 

A
V

E
 

S

BUSINESS ACCESS

S HUDSON ST

USE ALTERNATIVE ROUTE

AREA
WORK

AREA
WORK

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

FOR LANE CLOSURE SIGNING
SEE TRAFFIC CONTROL PLANS

LANES CLOSED

REROUTE PEDESTRIANS

PAVING S LUCILE ST TO S HUDSON ST

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

EXPECTED IMPACT TO CROSSWALK IS 20 MINUTES

EXCEPT WHEN ACTIVELY PLANING OR PAVING IN THE IMMEDIATE VICINITY OF THE CROSSWALK

MAINTAIN ADA STANDARDS AND PEDESTIAN ACCESS TO CROSSWALK 

  ACROSS SR 99 IS CLOSED DUE TO PAVING ACTIVITIES. 

4.  SIGNAGE TO BE USED WHEN THE S LUCILE ST CROSSWALK 

  DURATION FOR EACH WORK ZONE AND THE CROSSWALK IMPACTS.

  RESISTANT PROJECT INFORMATION SHEET, DETAILING THE EXPECTED

3.  EACH R9-11 ALT SIGN SHALL BE SUPPLEMENTED WITH A WEATHER

  WHERE THERE IS NO CURB RAMP PRESENT.

2.  INSTALL TEMPORARY PEDESTRIAN RAMP ON DETOUR ROUTES

  SPECIAL PROVISION 1-07.23(1) PUBLIC NOTIFICATION

PRIOR TO IMPLEMENTING ANY CLOSURES. IN ACCORDANCE TO 

CONTACT AND COORDINATE IMPACTS WITH METRO TRANSIT 1.
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Plot 5

M. MUS

M. MUS

C. ANDERSON

C. ANDERSON

M. COTTEN
PEDESTRIAN TRAFFIC CONTROL PLANS

PTC2

118

130

 

 

 PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

AREA
WORK

E MARGINAL WAY S (SR 99)

S
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S
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B
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S
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E
S

S
 

A
C

C
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S
S

D
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A

V
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S

FOR LANE CLOSURE SIGNING
SEE TRAFFIC CONTROL PLANS

LANES CLOSED

B
U

S
IN

E
S

S
 

A
C

C
E

S
S

S
 
ID

A
H

O
 

S
T

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

REROUTE PEDESTRIANS

PAVING S HUDSON ST TO DIAGONAL AVE S
NO SCALE

N.T.S.

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED
USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

PEDESTRIAN TRAFFIC CONTROL PLANS NOTES:

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

  ACROSS SR 99 ARE CLOSED DUE TO PAVING ACTIVITIES.

  MIDBLOCK, AND DIAGONAL AVE S CROSSWALKS 

4.  SIGNAGE TO BE USED WHEN THE S HUDSON ST, 

  DURATION FOR EACH WORK ZONE AND THE CROSSWALK IMPACTS.

  RESISTANT PROJECT INFORMATION SHEET, DETAILING THE EXPECTED

3.  EACH R9-11 ALT SIGN SHALL BE SUPPLEMENTED WITH A WEATHER

  WHERE THERE IS NO CURB RAMP PRESENT.

2.  INSTALL TEMPORARY PEDESTRIAN RAMP ON DETOUR ROUTES

  SPECIAL PROVISION 1-07.23(1) PUBLIC NOTIFICATION

PRIOR TO IMPLEMENTING ANY CLOSURES. IN ACCORDANCE TO 

CONTACT AND COORDINATE IMPACTS WITH METRO TRANSIT 1.

EXPECTED IMPACT TO CROSSWALK IS 20 MINUTES

VICINITY OF THE CROSSWALK

EXCEPT WHEN ACTIVELY PLANING OR PAVING IN THE IMMEDIATE 

MAINTAIN ADA STANDARDS AND PEDESTIAN ACCESS TO CROSSWALK 

EXPECTED IMPACT TO CROSSWALK IS 20 MINUTES

VICINITY OF THE CROSSWALK

EXCEPT WHEN ACTIVELY PLANING OR PAVING IN THE IMMEDIATE 

MAINTAIN ADA STANDARDS AND PEDESTIAN ACCESS TO CROSSWALK 
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Plot 6

M. MUS

M. MUS

C. ANDERSON

C. ANDERSON

M. COTTEN
PEDESTRIAN TRAFFIC CONTROL PLANS

PTC3

119

130

 

 

 PAVING & ADA COMPLIANCE

DUWAMISH RIVER TO S SPOKANE ST VIC

SR 99

REROUTE PEDESTRIANS

PAVING DIAGONAL AVE S TO S NEVADA ST VIC

E MARGINAL WAY S (SR 99)

S
 

A
L

A
S

K
A
 

S
T

OHIO AVE S

D
IA
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A
L
 
A

V
E
 
S

FOR LANE CLOSURE SIGNING
SEE TRAFFIC CONTROL PLANS

LANES CLOSED

B
U

S
IN

E
S

S
 

A
C

C
E

S
S

S
 
ID

A
H

O
 

S
T

S
 

N
E

V
A

D
A
 

S
T

AREA
WORK

OVERCROSSING

NO SCALE
N.T.S.

E MARGINAL WAY S OFF RAMP

E MARGINAL WAY S ON RAMP

E MARGINAL WAY S (SR 99)

AREA
WORK

AREA
WORK

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

AHEAD

CROSSWALK CLOSED

AHEAD

CROSSWALK CLOSED

USE ALTERNATIVE ROUTE

PEDESTRIAN TRAFFIC CONTROL PLANS NOTES:

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

SEE NOTE 3

B/W

24" x 12"

R9-11 ALT

  ARE CLOSED DUE TO PAVING ACTIVITIES.

  S IDAHO ST CROSSWALKS ACROSS SR 99 

4.  SIGNAGE TO BE USED WHEN THE 

  DURATION FOR EACH WORK ZONE AND THE CROSSWALK IMPACTS.

  RESISTANT PROJECT INFORMATION SHEET, DETAILING THE EXPECTED

3.  EACH R9-11 ALT SIGN SHALL BE SUPPLEMENTED WITH A WEATHER

  WHERE THERE IS NO CURB RAMP PRESENT.

2.  INSTALL TEMPORARY PEDESTRIAN RAMP ON DETOUR ROUTES

  SPECIAL PROVISION 1-07.23(1) PUBLIC NOTIFICATION

PRIOR TO IMPLEMENTING ANY CLOSURES. IN ACCORDANCE TO 

CONTACT AND COORDINATE IMPACTS WITH METRO TRANSIT 1.
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Plot 3

M. MUS

M. MUS

C. ANDERSON

M. COTTEN
PEDESTRIAN TRAFFIC CONTROL PLANS

120

130

PTC4

9
0
°

(T
Y
P
.)

1.

NOTES

2.

3.

4.

5.

6.

ISOMETRIC VIEW

END VIEW

ATTACHMENT DETAIL

EDGE BOARD

TOP VIEW
PERSPECTIVE VIEW

SIDE VIEW

RAMP DETAIL
BOARD

1 x 4 EDGE

SURFACE

SLIP-RESISTANT

(TYP.)

(1) 3/8" (IN) - 16 HEX NUT, STEEL

(1) FLAT WASHER

(1) 3/8" (IN) - 16 x 1 1/2" (IN) HEX BOLT, STEEL

BRACKET BOLT ~

CORNER BRACKET

DOUBLE WIDE

1 x 4 EDGE BOARD

PLYWOOD OR MARINE BOARD

3/4" (IN) PRESSURE TREATED

RAMP SUPPORT JOIST

REFLECTORIZED SHEETING

CONSTRUCTION ORANGE

SCREW, STEEL (TYP.)

1/2" (IN) x 3/4" (IN) HEX LAG

DETAIL

1/2" (IN) x 3/4" (IN) HEX LAG SCREW, STEEL

DOUBLE WIDE CORNER BRACKET

BRACKET BOLT

OR MARINE BOARD

TREATED PLYWOOD

3/4" (IN) PRESSURE 

PLYWOOD OR MARINE BOARD

3/4" (IN) PRESSURE TREATED 

PATTERN 

DETECTABLE WARNING 

(SEE NOTE 2)

RAMP SUPPORT JOIST

A

A

BOARD

1 x 4 EDGE 

PATTERN 

DETECTABLE WARNING 

(SEE NOTE 2)
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4
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"

6
"

6
"

1
' -
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"

3
"

1
' -
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"

1
' -
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"

3
"

3"
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1
' -
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3
/8
"

1
' -
 2
 
5
/8
"

1
' -
 2
 
5
/8
"

1
' -
 3
 
3
/8
"

(TYP.)

BLOCKING

SCREWS (TYP.) 

(SEE NOTE 3)

7' - 4"

JOIST (TYP.)

RAMP SUPPORT

11" 11" 2' - 5 1/4" (TYP.) 2' - 5 1/4" (TYP.) 4" (TYP.)

3" (TYP.)

BRACKET (TYP.)

DOUBLE WIDE CORNER

PATTERN 

DETECTABLE WARNING

(SEE NOTE 2)

REFLECTORIZED SHEETING

CONSTRUCTION ORANGE

ANCHORING

INTO HMA FOR

16d NAIL DRIVEN 

6' - 5"

1' - 5"
1' - 6"

1' - 6"
1' - 6"

3/4"

6"

3
/4
"

JOIST

RAMP SUPPORT

OR MARINE BOARD

TREATED PLYWOOD 

3/4" (IN) PRESSURE

BLOCKING (TYP.)

MORTAR

11" 11"

3"

5' - 5 1/2"

2' - 8" 1 1/2"

5
 
1
/4
"

3
/4
"

DO NOT INSTALL A HAND RAILING IF USING THE EDGE BOARD OPTION.

ALL FASTENERS SHALL BE GALVANIZED.

USE A SLIP-RESISTANT TREATMENT FOR THE SURFACE OF RAMP.

SCREWS SHALL BE USED TO SECURE THE RAMP SURFACE. SPACING SHALL BE IN ACCORDANCE WITH THE CURRENT BUILDING CODE.

 FOR DETAILS.STANDARD PLAN F-45.10-03ROADWAY (CROSSWALK). SEE 

THE DETECTABLE WARNING PATTERN SHALL BE INSTALLED ONLY WHEN THE INTENT IS TO GUIDE PEDESTRIANS DIRECTLY ACROSS THE

ADJUSTMENTS TO THE RAMP DIMENSIONS SHOWN MAY BE REQUIRED TO MATCH EXISTING CONDITIONS.

6" (IN), INSTALL A RAMP ON THE SIDEWALK, NO STEEPER THAN 12H : 1V, MADE OF GROUT OR AS APPROVED BY THE ENGINEER. 

AND TO PREVENT ROCKING. SHIMS SHALL BE NO HIGHER THAN 1" (IN), AND SHALL BE SECURED TO THE RAMP. FOR CURBS SHORTER THAN

12H : 1V, AND SHALL HAVE A CROSS-SLOPE OF 2% OR LESS. USE SHIMS OR GROUT AS REQUIRED TO ADJUST FOR EXISTING CONDITIONS

THIS DESIGN ASSUMES OPTIMAL CONDITIONS AND A STANDARD CURB HEIGHT OF 6" (IN). INSTALLED RAMPS SHALL BE NO STEEPER THAN

RAMP AND EDGE BOARD
NOT TO SCALE

TEMPORARY CURB RAMP
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